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1 Inleiding

Fotonische geı̈ntegreerde schakelingen (PIC) hebben de ontwikkeling van veel ge-
bieden mogelijk gemaakt, waaronder telecommunicatie [1–3], kwantuminformatie
[4, 5] en bio-sensing [6, 7]. De huidige mature technologieplatform van fotonische
geı̈ntegreerde schakelingen werken bÿ zichtbare of infrarode golflengten. Het is
echter erg interessant om kortere golflengten in het ultraviolette (UV) bereik te on-
derzoeken, met het oog op één sterkere interactie tussen licht en materie. één ver-
scheidenheid aan moleculen vertoont autofluorescentie met UV-lichtexcitatie, zo-
als het collagéén, elastine, flavine-adenine-dinucleotide en nicotinamide-adenine-
dinucleotide (NADH) in biologische cellen. Deze intrinsieke fluorescentie is niet
alléén interessant voor detectie van UV/Visible spectroscopie, maar ook voor la-
belvrije beeldvorming. De optische resolutie van conventionele microscopie wordt
beperkt door diffractie, gegeven door λ

2NA , waarbij NA de numerieke apertuur
van microscoopobjectieven is. Superresolutie gestructureerde verlichtingsmicro-
scopie (SIM) werd voorgesteld om de diffractielimiet te omzeilen en één hogere
optische resolutie te bereiken, wat één van de wijdverspreide superresolutiemi-
croscopietechnieken is. De huidige gestructureerde verlichtingsmicroscoop kan
echter alléén werken bij zichtbare golflengten vanwege één gebrek aan efficiënte
manieren om UV-straling met één laag verlies te manipuleren. Bovendien is het
SIM-systeem omvangrijk, gecompliceerd en duur, wat de belangrijkste redenen
zijn waarom deze geavanceerde microscopie niet zo algeméén wordt gebruikt als
conventionele microscopie. In deze context is er behoefte aan de ontwikkeling van
één apparaat dat werkt als één add-on-module, niet alléén om conventionele micro-
scopen te upgraden naar microscopen met gestructureerde verlichting, maar ook
om de werkgolflengte uit te breiden naar het UV-bereik. Onze uitgangshypothese
was de volgende: UV-compatibele PIC’s die UV-licht met weinig verlies kunnen
manipuleren, zullen naar verwachting één compacte oplossing mogelijk maken.

Momenteel maken superresolutiemicroscopietechnieken gebruik van de fluo-
rescentie van fluoroforen om de diffractielimiet te doorbreken. Bijgevolg worden
deze technieken ook beperkt door het fotobleken van fluoroforen, wat de beeldvor-
ming met één lange acquisitietijd belemmert. Als alternatief vertrouwt kwantita-
tieve fasebeeldvorming (QPI) op de elastische verstrooiing van het object, die sta-
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biel is in de tijd en géén last heeft van stroomuitval gedurende één lange acquisitie-
tijd. Deze techniek registreert niet alléén de amplitude maar ook de fase-informatie
van het afgebeelde object. Momenteel is de configuratie van QPI meestal omvang-
rijk vanwege de behoefte aan één op interferometrie gebaseerde opstelling. Om
één hoge robuustheid te bereiken bÿ meting van de faze, moet het optische sys-
teem mechanisch extreem stabiyel zijn om elke fasefluctuatie van de referentie-
en objectbundel te voorkomen. Als alternatief is de recent gerapporteerde op in-
tensiteit gebaseerde kwantitatieve fasebeeldvorming op basis van Kramers-Kronig
(KK)-relaties veelbelovend voor het bieden van één oplossing voor één robuuste
bepaling van de fase van het verstrooide veld [8]. Deze benadering vereist één
zeer nauwkeurige regeling van de hoek van de verlichtingsbundels. Van PIC’s
wordt verwacht dat ze op één compacte en kosteneffectieve manier aan deze eis
voldoen, door flexibele routeringscircuits en rooster-uitkoppelingen op één enkele
chip te integreren om bundels onder één specifieke hoek te buigen.

Het proefschrift omvat de ontwikkeling van één UV-PIC-platform met lage
verliezen, UV-PIC-gebaseerde labelvrije super-opgeloste gestructureerde verlich-
tingsmicroscopie en UV-PIC-gebaseerde kwantitatieve fasebeeldvorming. Mo-
menteel is er géén volwassen PIC-platform dat compatibel is met UV-golflengten.
De eerste stap van dit project was de ontwikkeling van laag verlies monomodale
geı̈ntegreerde golfgeleiders, door op zoek te gaan naar de juiste materialen om de
golfgeleider te fabriceren. Vervolgens stelde ik één op UV-PIC gebaseerde SIM-
techniek voor. Voordat ik gestructureerde belichtingsmicroscopie implementeerde
met behulp van één UV-PIC, ontwierp, fabriceerde en karakteriseerde ik de on-
chip optische componenten die nodig zijn voor het genereren van gestructureerde
verlichting. Ten slotte heb ik de op UV-PIC KK-relaties gebaseerde QPI-techniek
voorgesteld en gevalideerd, door de bepaling van de fase van het veld verstrooid
door zuivere fase objecten op één robuuste manier.

2 Resultaten

2.1 Ontwikkeling van één UV-compatibel geı̈ntegreerd fotonisch
platform met behulp van ALD-aluminalagen

Er zijn twee belangrijke problemen bij het ontwikkelen van lage verliezen mo-
nomodale geı̈ntegreerde golfgeleiders, namelijk materiaalabsorptieverlies en ver-
strooiingsverlies. Het UV-licht gedefinieerd in het bereik van 200 nm < λ < 400
nm heeft energie in één bereik van 3.1 eV ∼ 6.2 eV, wat inhoudt dat de bandgap
van het materiaal minimaal 6.2 eV moet zijn om directe absorptie van UV-licht te
voorkomen. De veelgebruikte materialen zoals silicium en siliciumnitride verto-
nen één hoge absorptie bij UV-golflengten vanwege hun lage bandgap. Daarom
heb ik eerst het thermische oxide SiO2 met brede bandgap geselecteerd als de on-
derste bekleding en de HfOx en AlOx gebruikt als de kernlaag van de golfgeleider.
De atomaire laagafzettingstechniek (ALD) werd gekozen om de HfOx- en AlOx-
lagen te laten groeien vanwege de eigenschappen van hoge precisiecontrole van
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de laagdikte en hoge uniformiteit. Na het simuleren van de golfgeleidergeome-
trie om monomodale propagatie te realiseren, heb ik het droogetsproces van HfOx

en AlOx geoptimaliseerd om gladde zijwanden te verkrijgen. Vergeleken met het
op fluor gebaseerde gasetsen in één reactieve ionenetser (RIE), is aangetoond dat
het op chloor gebaseerde gasetsen in ICP-RIE resulteert in hogere etssnelheden
en gladdere zijwanden. Met ons huidige proces absorbeert de ALD-HfOx-laag
sterk het UV-licht bij één werkgolflengte van 360 nm, terwijl de ALD-AlOx naar
verwachting één van de kandidaten zou zijn om lage verliezen monomodale golf-
geleiders te bereiken die werken bÿ UV-golflengten. Figuur 1 toont de resultaten
van de geoptimaliseerde AlOx golfgeleiders. Het verstrooide licht van één 1.1 µm
brede spiraalvormige AlOx golfgeleider wordt getoond in Fig. 1(a). Het golfgelei-
derverlies werd gemeten door het verval van de intensiteit van het verstrooide licht
langs de voortplantingsrichting analyseren, zie Fig. 1(b). Door de breedte van de
golfgeleider te variëren, verkreeg ik de relatie tussen het voortplantingsverlies en
de breedte van de golfgeleider, zie Fig. 1(c). Één monomodale golfgeleider met
laag verlies van 3 dB/cm wordt bereikt bij één werkgolflengte λ= 360 nm, met één
golfgeleiderbreedte van 800 nm en één hoogte van 120 nm.

(b)

100 μm

(a)

(c)

Figuur 1: (a) Afbeelding van het verstrooide licht van één deel van één spiraalvormige
golfgeleider bÿ één excitatiegolflengte van 360 nm. De breedte van de golfgeleider is 1.1

µm. (b) Lineaire fit van de logaritme van de intensiteit van het verstrooid licht van
devoortplantingslengte. (c) Relatie tussen het voortplantingsverlies en de breedte van de

golfgeleider.
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2.2 UV-PICs voor labelvrije super-opgeloste gestructureerde ver-
lichtingsmicroscopie

De configuratie van de gestructureerde verlichtingsmicroscopie bestaat uit twee
hoofdonderdelen, één standaardmicroscoop en één module om de gestructureerde
verlichting te genereren en te regelen. Hier stel ik één op een UV-PIC gebaseerde
add-on-module voor om de gestructureerde verlichtingspatronen te genereren en
te regelen. De gefabriceerde UV-PIC die drie individuele circuits bevat wordt
getoond in Fig. 2. Elk circuit bevat monomodale routeringsgolfgeleiders, één
1x2 MMI-straalsplitser, twee roosteruitkoppelingen en één on-chip thermische fa-
severschuiver. De gestructureerde verlichtingspatronen worden gegenereerd over
drie verschillende oriëntaties, geroteerd over 120 o, waarvan de fase wordt aan-
gepast door de on-chip thermische faseverschuiver. Het schema van de UV-PIC-
basis SIM-configuratie wordt geı̈llustreerd in Fig. 2(b). Het UV-licht wordt ge-
koppeld van één monomodale vezel naar on-chip fotonische circuits, en wordt
dan gesplitst en afgebogen naar de vrije ruimte om interferentiefzanjepatronen
te genereren. Het fluorescerende monster boven de chip op het beeldvlak wordt
geëxciteerd door de gestructureerde verlichting en zendt zichtbare fluorescentie-
emissie uit, die wordt opgevangen door het microscoopobjectief. De verkregen
beelden worden verwerkt met één algoritme ontwikkeld voor de reconstructie van
één super-opgelost beeld. In deze benadering werkt de UV-PIC als één add-on-
module voor standaardmicroscopen zonder het optische beeldvormingssysteem
aan te passen en super-opgeloste beeldvorming te bereiken. Figuren 2(c) en (d)
tonen de optische beelden van NADH-moleculen in gistcellen verkregen door res-
pectievelijk één conventionele wide-field (WF) microscoop en de voorgestelde
UV-PIC-gebaseerde SIM. Met één verzamelende numerieke apertuur van 1.32 en
één excitatie numerieke apertuur van 0.5 werd één resolutieverbetering van 1.5×
bereikt. Fijnere details kunnen duidelijk worden opgelost met de SIM-techniek,
zoals dubbele membranen die niet kunnen worden onderscheiden door conventio-
nele WF-microscopie. Het laatste resultaat bevestigt dat de op UV-PIC gebaseerde
SIM-techniek in staat is tot labelvrije super-opgeloste beeldvorming met biologi-
sche cellen.

2.3 UV-PICs voor kwantitatieve fasebeeldvorming

Vergeleken met conventionele op interferometrie gebaseerde QPI, biedt de op KK-
relaties gebaseerde QPI-benadering één robuustere faseherwinning, aangezien de
fase wordt opgehaald uit intensiteitsbeelden, die ongevoelig is voor faseverstoring
in het optische systeem. De vereiste van de perfecte match tussen de excitatie nu-
merieke apertuur NAex met de verzamelende NAcol van één is de sleutel voor het
implementeren van deze aanpak. Hier stel ik UV-PIC’s voor voor de implemen-
tatie van de op KK-relaties gebaseerde QPI, waarbij de UV-PIC’s zijn ontworpen
om schuine verlichtingen te genereren met één zeer nauwkeurige regeling van de
hoeken. één reeks rooster-uitkoppelingen is ontworpen met verschillende vulfac-
toren en roosterafstanden op één enkele chip om NA ex te variëren en NA col te
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Figuur 2: (a) Optische afbeeldingen van de gefabriceerde UV-PIC voor 2D SIM. (b)
Schema van de op de UV-PIC gebaseerde far-field SIM-opstelling inclusief één

conventionele microscoop boven het microscoopobjectief. (c) Standaard wide-field en (d)
gereconstrueerde SIM-afbeeldingen van NADH-moleculen in gistcellen.
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matchen. één optisch beeld van de gefabriceerde UV-PIC wordt getoond in Fig.
3(a), die uit vier individuele circuits bestaat. Elk circuit bevat één monomodale
golfgeleider, één adiabatische versmalling en één roosteruitkoppeling. Nadat het
UV-licht is gekoppeld van één monomodale vezel naar het on-chip circuit, buigt
de roosteruitkoppeling van het circuit het geleide licht af naar de vrije ruimte en
verlicht het object onder het microscoopobjectief onder één bepaalde hoek. De
oriëntatie van schuine verlichtingen werd geschakeld door de optische vezel zij-
delings te verplaatsen om selectief het optische circuit en de rooster te activeren.
Door de oriëntatie van schuine verlichting over 360 graden te draaien in één stap
van 90 graden, werden vier onbewerkte beelden verkregen en nabewerkt om de
fasekaart op te terughalen uit het intensiteitsbeeld. Ten slotte werden alle frequen-
tiebanden aan elkaar gelinkt in het Fourier-domein en gedeconvolueerd om het
2D-fasebeeld met hoge resolutie te vormen. Met kennis van de brekingsindex van
het object wordt de hoogtekaart verkregen uit de opgehaalde fasekaart. Figuur
3(b) toont de opgehaalde hoogtekaart van één vierkante pilaar structuur bovenop
één dekglaasje. Het profiel langs de stippellijn is uitgezet in Fig. 3(c). Het is te
zien dat de vierkante pilaar hoogte van 43 nm goed werd geëxtraheerd. Bovendien
werd de fasegevoeligheid van de op de UV-PIC gebaseerde QPI gemeten door één
blanco dekglaasje af te beelden, zie Fig. 3(d). Doon de histogramgrafiek in Fig.
3(e) te analyseren, bleek de hoogteresolutie zo laag te zijn, met name 1.3 nm. Dit
resultaat toont aan dat de prestaties van de op UV-PIC gebaseerde QPI momenteel
vergelijkbaar zijn met die van omvangrijke optica, terwijl de kosten en afmetingen
van de configuratie drastisch afnemen.
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Figuur 3: (a) Optische afbeeldingen van de gefabriceerde fotonische circuits voor
KK-QPI. (b) Opgehaalde hoogtekaart van één vierkante pilaar object met zuivere fase. (c)
Dwarsdoorsnede langs de stippellijn in (b). ( d ) Faseruis van de op UV-PIC gebaseerde
QPI door één leeg object af te beelden. Fasegevoeligheid σh= 1,3 nm. (d) Histogramplot

van (d).
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English summary

1 Introduction

Photonic integrated circuits (PIC) have facilitated the development of a lot of
fields including telecommunication [1–3], quantum information [4, 5], and bio-
sensing [6, 7]. The current mature platforms of photonic integrated circuits oper-
ate at visible or infrared wavelengths. However, it is very interesting to explore
shorter wavelengths in the ultra-violet (UV) range, in view of higher light-matter
interaction. A variety of molecules exhibit autofluorescence with UV light exci-
tation, such as the collagen, elastin, flavin adenine dinucleotide, and nicotinamide
adenine dinucleotide (NADH) in biological cells. This intrinsic fluorescence is
not only interesting for UV/Visible spectroscopy sensing but also for label-free
imaging. The optical resolution of conventional microscopy is limited by diffrac-
tion, given by λ

2NA , where NA is the numerical aperture of microscope objectives.
Super-resolution structured illumination microscopy (SIM) was proposed to by-
pass the diffraction limit and achieve a higher optical resolution, which is one
of the widespread super-resolution microscopy techniques. However, the present
structured illumination microscope can only work at visible wavelengths due to a
lack of efficient ways to manipulate UV beams with a low loss. Besides, the SIM
system is bulky, complicated, and expensive, which are the main reasons why this
advanced microscopy is not used as widely as conventional microscopy. In this
context, there is a need to develop a device that works as an add-on module not
only to upgrade conventional microscopes to structured illumination microscopes
but also to extend the working wavelength into the UV range. Our starting hypoth-
esis was the following: UV-compatible PICs capable of manipulating UV light
with low loss are expected to be a compact solution.

Currently, super-resolution microscopy techniques are making use of the fluo-
rescence of fluorophores to break through the diffraction limit. As a consequence,
these techniques are also limited by the photobleaching of fluorophores, which
hinders the imaging with a long acquisition time. Alternatively, quantitative phase
imaging (QPI) relies on the elastic scattering of the object, which is stable over
time and does not suffer from the power drop for a long acquisition time. This tech-
nique records not only the amplitude but also the phase information of the imaged
object. Currently, the configuration of QPI is mostly bulky due to the need for an
interferometry-based setup. To reach high robustness of phase retrieval, the opti-
cal system must be extremely mechanically stable to avoid any phase fluctuation of
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the reference and object beam. Alternatively, the recently reported intensity-based
quantitative phase imaging based on Kramers-Kronig (KK) relations is promising
for providing a solution for a robust determination of the phase of the scattered
field [8]. This approach requires a high accuracy control of the angle of the il-
lumination beams. PICs are expected to meet this requirement in a compact and
cost-effective way, by integrating flexible routing circuits and grating out-couplers
on a single chip to diffract beams at a specific angle.

The thesis includes the topics of the development of a low-loss UV-PIC plat-
form, UV-PIC-based label-free super-resolved structured illumination microscopy,
and UV-PIC-based quantitative phase imaging. Currently, there is no mature PIC
platform compatible with UV wavelengths. The first step of this project was the de-
velopment of low-loss single-mode integrated waveguides, by starting to look for
the proper materials to process the waveguide. Next, I proposed a UV-PIC-based
SIM technique. Prior to implementing structured illumination microscopy using
UV-PIC, I designed, fabricated, and characterized the on-chip optical components
necessary for the generation of structured illuminations. Finally, I proposed and
validated the UV-PIC KK-relations-based QPI technique, by achieving the deter-
mination of the phase of the field scattered by pure-phase objects in a robust way.

2 Results

2.1 Development of a UV-compatible integrated photonic plat-
form using ALD-alumina layers

There are two main difficulties to develop low-loss single-mode integrated waveg-
uides, namely material absorption loss and scattering loss. The UV light defined
in the range 200 nm < λ < 400 nm has energy in a range of 3.1 eV ∼ 6.2 eV,
which implies that the bandgap of the material should be at least 6.2 eV in or-
der to avoid direct absorption of UV light. The commonly used materials such as
silicon and silicon nitride show high absorption at UV wavelengths due to their
low bandgap. Therefore, I first selected the wide-bandgap thermal oxide SiO2 as
the bottom cladding and used the HfOx and AlOx as the core layer of the waveg-
uide. The atomic layer deposition technique (ALD) was chosen to grow the HfOx

and AlOx layers in view of its properties of high precision control of the layer
thickness and high uniformity. After simulating waveguide geometry to realize
single-mode propagation, I optimized the dry etching process of HfOx and AlOx

to achieve smooth side walls. Compared with the fluorine-based gas etching in
reactive ion etcher (RIE), the chlorine-based gas etching in ICP-RIE is demon-
strated to result in higher etching rates and smoother side walls. With our current
process, the ALD-HfOx layer absorbs strongly the UV light at a working wave-
length of 360 nm, while the ALD-AlOx was expected to be one of the candidates
to achieve low-loss single-mode waveguides operating at UV wavelengths. Fig-
ure 1 shows the results of the optimized AlOx waveguides. The light scattered
from a 1.1 µm-wide spiral AlOx waveguide is shown in Fig. 1(a). The waveguide
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loss was measured by analyzing the intensity decay of the scattered light along the
propagation length, see Fig. 1(b). Varying the waveguide width, I obtained the re-
lationship between the propagation loss and the waveguide width, see Fig. 1(c). A
single-mode low-loss waveguide of 3 dB/cm is achieved at a working wavelength
λ= 360 nm, with a waveguide width of 800 nm and a height of 120 nm.

(b)

100 μm

(a)

(c)

Figure 1: (a) Image of the scattered light from a part of a spiral waveguide with the
excitation wavelength of 360 nm. The waveguide width is 1.1 µm. (b) Linear fitting of the

logarithm of the intensity of scattered light and propagation length. (c) Relationship
between the propagation loss and waveguide width.

2.2 UV-PIC for label-free super-resolved structured illumina-
tion microscopy

The configuration of the structured illumination microscopy consists of two main
parts, a standard microscope and a module to generate and control the structured
illumination. Here, I propose a UV-PIC-based add-on module to generate and
control the structured illumination patterns. A fabricated UV-PIC is shown in
Fig. 2, which includes three individual circuits. Each circuit includes single-mode
routing waveguides, a 1x2 MMI beam splitter, two grating out-couplers, and an
on-chip thermal phase shifter. The structured illumination patterns are generated
over three different orientations rotated by 120 o, the phase of which is adjusted
by the on-chip thermal phase shifter. The schematic of the UV-PIC-base SIM
setup is illustrated in Fig. 2(b). The UV light is coupled from a single-mode
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Figure 2: (a) Optical images of the fabricated UV-PIC for 2D SIM. (b) Schematic of the
UV-PIC-based far-field SIM set-up including a conventional microscope above the

microscope objective. (c) Standard wide-field and (d) reconstructed SIM images of NADH
molecules in yeast cells.
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fiber to on-chip photonic circuits and is then split and diffracted into free space in
order to generate interference fringe patterns. The fluorescent sample above the
chip at the imaging plane is excited by the structured illumination and emits vis-
ible fluorescence emission, which is collected by the microscope objective. The
acquired images are processed with an algorithm developed for the reconstruc-
tion of a super-resolved image. In this approach, the UV-PIC is working as an
add-on module to standard microscopes without modifying the optical imaging
system and achieving super-resolved imaging. Figures 2(c) and (d) show the op-
tical images of NADH molecules inside yeast cells acquired by a conventional
wide-field (WF) microscope and the proposed UV-PIC-based SIM, respectively.
With a collecting numerical aperture of 1.32 and an excitation numerical aperture
of 0.5, a 1.5× resolution enhancement was achieved. More fine features can be
clearly resolved with the SIM technique, such as dual membranes which can not
be distinguished by conventional WF microscopy. The last result validates that the
UV-PIC-based SIM technique is capable of label-free super-resolved imaging with
biological cells.

2.3 UV-PICs for quantitative phase imaging
Compared with conventional interferometry-based QPI, the KK-relations-based
QPI approach offers more robust phase retrieval since the phase is retrieved from
intensity images, which is insensitive to phase perturbation in the optical system.
The requirement of the perfect match between the excitation numerical aperture
NAex with the collection one NAcol is the key for implementing this approach.
Here, I propose UV-PICs for the implementation of the KK-relations-based QPI,
where the UV-PICs are designed to deliver oblique illuminations with a high-
accuracy control of the angles. An array of grating out-couplers are designed with
different filling factors and grating pitches on a single chip to vary NAex and match
NAcol. An optical image of the fabricated UV-PIC is shown in Fig. 3(a), which
consists of four individual circuits. Each circuit includes a single-mode waveg-
uide, an adiabatic taper, and a grating out-coupler. After the UV light is coupled
from a single-mode fiber to the on-chip circuit, the grating out-coupler of the cir-
cuit diffracts the guided light to free space and illuminate the object below the
microscope objective at a given angle. The orientation of oblique illuminations
was switched by laterally translating the optical fiber to selectively activate the
optical circuit and the grating out-coupler. By rotating the orientation of oblique
illumination by 360 degrees at a step of 90 degrees, four raw images were acquired
and post-processed to retrieve the phase map from the intensity image. Finally, all
the frequency bands were stitched in the Fourier domain and deconvoluted to form
the high-resolution 2D phase image. With the knowledge of the refractive index of
the object, the height map is obtained from the retrieved phase map. Figure 3(b)
shows the retrieved height map of a square pillar structure on top of a coverslip.
The profile along the dashed line is plotted in Fig. 3(c). It can be seen that the
square pillar height of 43 nm was well recovered. Furthermore, the phase sensi-
tivity of the UV-PIC-based QPI was measured by imaging a blank coverslip, see
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Fig. 3(d). The height sensitivity turned out to be as low as 1.3 nm by analyzing
the histogram plot in Fig. 3(e). This result demonstrates that the performance of
the UV-PIC-based QPI is currently comparable with that of bulky optics, while the
cost and dimension of the configuration decrease dramatically.
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Figure 3: (a) Optical images of the fabricated photonic circuits for KK-QPI. (b) Retrieved
height map of a pure phase square pillar object. (c) Cross-section along the dashed line in
(b). (d) Phase noise of the UV-PIC-based QPI by imaging a blank object. Phase sensitivity

σh= 1.3 nm. (d) Histogram plot of (d).
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1
Introduction

This chapter first introduces state-of-the-art advanced microscopy technologies in-
cluding super-resolution microscopy (SRM) and quantitative phase imaging (QPI).
Compared with conventional optical microscopy, the former exhibits higher opti-
cal resolutions and breakthroughs the diffraction limit, while the latter is capable of
unveiling the optical path length of the imaged object. These advanced microscopy
techniques require complex beam manipulation leading to bulky and expensive
configurations, which is one of the main reasons why advanced microscopy tech-
niques are not as widely used as conventional microscopy. There is a need to
develop advanced microscopy in a low-cost and compact way and tackle these is-
sues. Photonic integrated circuits, capable of integrating complex optical circuits
in a compact size and compatible with massive production, are expected to be one
of the solutions. In the second part of this chapter, I will introduce and compare
different platforms of photonic integrated circuits. Besides, I will introduce state-
of-the-art PIC-based advanced microscopy techniques. Finally, I will point out the
research objectives and outline of this thesis.

1.1 Microscopy techniques

In this section, we will briefly introduce the development of optical microscopy
and the current advanced microscopy techniques including fluorescence-based super-
resolution microscopy techniques and coherent light based quantitative phase imag-
ing. The typical super-resolution microscopy techniques discussed here include
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stimulated emission depletion microscopy (STED), photoactivated localization mi-
croscopy (PALM)/stochastic optical reconstruction microscopy (STORM), and
structured illumination microscopy (SIM). The next is the QPM techniques includ-
ing phase shifting, off-axis digital holographic microscopy, and the more recent
intensity-based techniques. In the final subsection, we will discuss the photonic
integrated circuits (PIC) and their application for miniaturized modules enabling
conventional microscopes to become advanced microscopes.

1.1.1 Conventional optical microscopy

Microscopy is a technique to observe objects which can not be observed by the
naked eye. The microscope techniques can be divided into three categories accord-
ing to their working wavelengths: optical, electron and x-ray microscopy. Among
them, optical microscopy is the easiest one to be reached, which generally works
at visible wavelength, so at the early stage, sunlight can even be the source of
illumination. The earliest record of using microscopy techniques can be traced
back to the 13th century when people used only a single magnifying glass to en-
large the object [1]. In the 17th century, a more advanced compound microscope
made of two lenses was reported [2], which is similar to the present microscope.
In recent decades, the optical microscope has been rapidly developed not only in
terms of the design and fabrication of optical components but also in terms of their
functionality. The present conventional microscope includes a charge-coupled de-
vice (CCD)/complementary metal–oxide–semiconductor (CMOS) camera, a sys-
tem of achromatic lenses, and an argon lamp or lasers. In conventional wide-field
microscopy, the illumination interacts with the object in ways of light scattering,
absorption, diffraction, and reflection. The objective collects the scattered or trans-
mitted light to be recorded by a digital camera to form images. The microscopy
technique only reveals the morphology of the objects and the optical resolution is
limited to ∼200 nm in the visible range due to diffraction. Therefore, there is a
need to develop advanced microscopy techniques to reveal more information and
achieve a higher optical resolution. The development of camera sensors allows us
to post-process the acquired images, which is one of the key components used in
advanced microscopy techniques. Besides, the elaborated achromatic lenses and
laser sources facilitate multi-color fluorescence imaging which allows to study
specifically multiple structures in biological cells at the same time.

1.1.2 Super resolution microscopy

Although optical microscopy is able to inspect the morphology and monitor the
movement of biological cells, many of the fine features are not resolvable due to
the diffraction limit. In this part, we will introduce three typical super-resolution
microscopy techniques, namely PALM/STORM, STED, and SIM respectively.
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These techniques are all developed by taking advantage of the properties of fluo-
rescence probes. PALM/STORM techniques make use of the photoswitching of
fluorescent probes to localize the molecular position. STED takes advantage of
the stimulated depletion of the excited fluorescent probes to restrict the area of the
fluorescence emission. SIM technique is based on the spatial frequency mixing
between a structured illumination and the fluorescence emission.

1.1.2.1 Single-molecule localization microscopy (PALM/STORM)

The PALM and STORM are using the same concept to localize the fluorescent
probe. Therefore, they are categorized in the same technique ’localization mi-
croscopy’.

Due to the diffraction in conventional microscopy, a small point will be broad-
ened after imaging by optical microscopy, which means two adjacent small objects
become one blurred spot when the spacing between the objects is smaller than the
microscopy resolution. In this context, localization microscopy is developed to
bypass the spatial resolution limit by scarifying the temporal resolution. The con-
cepts of PALM and STORM are demonstrated in the same period in 2006 by Betzig
and Zhuang, respectively [3, 4]. The schematic of the localization microscopy is
shown in Fig. 1.1. The technique behind is to control the fluorescence probes to
emit one after another, which enables localizing every single fluorophore one by
one even if it is broadened in the image. After acquiring and localizing hundreds
even thousands of raw frames, a high-resolution image is reconstructed. In this
way, the technique can achieve very high spatial resolution of ∼ 10nm [5]. The
key of localization microscopy is the photo-switching fluorophores whose status
of the fluorescence emission can be switched repeatably between ”on” and ”off”.
PALM uses a photoactivatable fluorescent protein to demonstrate its concept and
similarly STORM was demonstrated by using a pair of synthetic dyes which also
exhibits photo-switching properties. As a consequence, localization microscopy
requires special fluorescence probes to stain the sample, which is however incom-
patible with standard protocols of fluorescence imaging.

1.1.2.2 Stimulated emission depletion (STED) microscopy

In the 1950s, Minsky originally proposed the basic concept of confocal laser scan-
ning microscopy (CLSM) to overcome the axial resolution limit of traditional
wide-field microscopy. With a pinhole in the imaging plane of the collection path,
the light coming from an out-of-focus plane is eliminated and only the fluores-
cence close to the focal plane is collected. However, CLSM still obeys the diffrac-
tion limit and its lateral resolution is roughly the same as wide-field microscopy.
STED is a kind of scanning microscopy to bypass the diffraction limit. It was first
developed by S. Hell and J. Wichmann in 1994 [6] and was experimentally demon-
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Figure 1.1: Schematic of localization microscopy.

strated in 1999 [7]. In addition to a single excitation beam used in conventional
scanning microscopy, a STED setup employs an extra depletion laser beam in a
donut shape to reshape the fluorescence, see Fig. 1.2(a). Since the lateral resolu-
tion of laser scanning microscopy is determined by the size of the focused beam, a
smaller focal spot gives a better spatial resolution. The mechanism of reducing the
focal size involved in SETD microscopy is shown in Fig.1.2(b). For conventional
scanning microscopy, fluorophores are excited by the laser beam (green) and the
molecular in a state S0 jump to an excited state of a high energy level S1. Af-
ter initial vibrational relaxation, the molecular return to the ground state S0 and
emit fluorescence via spontaneous emission (yellow). In the STED system, the de-
pletion beam initiates the stimulation emission which leads to a different electron
transition (red) and an emission of a different wavelength. As the efficiency of the
stimulation scales with the incident photons of the depletion laser, a high enough
power is able to deplete the state S1. In this way, the fluorescence of fluorophores
located inside the donuts-shape depletion beam will not contribute to the final im-
age and the fluorescence spot size is suppressed. The high lateral resolution of
STED varies from 30 to 80 nm depending on the incident power [8]. However, the
requirement of high laser power leads to high phototoxicity on biological samples.

1.1.2.3 Super-resolved structured illumination microscopy (SIM)

SIM is one of the most universally used super-resolution microscopy techniques
since it is compatible with the standard protocol of sample preparation for fluo-
rescence imaging. As the inventor of the SIM technique, Mats G. L. Gustafsson
said:
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Figure 1.2: (a) Schematic of beam shape for confocal microscopy and STED. (b) Diagram
of energy state involved in STED.

“I like to think in frequency space, rather than in real pace. [9]”
The SIM technique is closely involved with the frequency domain and the prin-

ciple behind is spatial frequency mixing. In 1996, Gustafsson and Frohn demon-
strated that using the structured sinusoidal illumination enables the standard micro-
scope to record the frequency beyond the transmission bandwidth and bypass the
diffraction limit [10, 11]. The microscopy system is regarded as a low-pass spatial
filter that collects only the low spatial frequency falling inside the bandwidth. To
achieve higher optical spatial resolution, the straightforward way is to design ob-
jectives of high numerical apertures (NA) and collect higher frequencies. Instead
of making efforts on the design of the objective, SIM takes advantage of spatial
frequency mixing to downconvert the high frequencies of samples and then allows
microscopes to record the frequencies beyond the bandwidth. The schematic of the
working principle of the typical two-dimensional (2D) SIM technique is shown in
Fig. 1.3. Instead of using a uniform pattern for illumination to excite the samples,
SIM uses structured illumination which is generated by a two-beam interference
at the sample plane, see Fig. 1.3(a). With uniform illumination, standard wide-
field microscopy can not see the frequency beyond its bandwidth. For instance,
the modulation of periodical grating structures is not visible, see Fig. 1.3(c). With
structured illumination, we can record the Moiré patterns which are generated by
the frequency mixing between the fluorophore distribution of the object and the
structured illumination. The generated Moiré patterns contain the down-converted
high-frequency signals. To disentangle the mixed information, three phases (0,
2/3π, 4/3π) of structured illuminations for each orientation (0, 120o, 240o) are
required, which means nine raw frames in total will be needed to reconstruct a
single super-resolved image. The analytical formalism involved in 2D SIM will be
discussed in chapter 2. Limited by the spatial frequency of the structured illumi-
nation, the typical linear SIM can only enhance the lateral resolution by a factor
of ∼2. Considering the saturation property of the fluorescence, higher harmonic
waves will be generated if the incident power is high enough. In 2005, Gustafs-
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son demonstrated that the saturated SIM (SSIM) achieved a resolution of 50 nm
and theoretically the resolution is only limited by the noise [12]. The constraint
of SSIM is high phototoxicity on biological cells similar to the STED technique.
Besides, SIM is also capable of 3D super-resolution imaging. The illumination in
2D SIM is only modulated in the lateral plane, while it is also modulated in the
axial direction in 3D-SIM achieved by a three-beam interference. The extra cost
is a lower time bandwidth because more raw frames are needed for the reconstruc-
tion. Fifteen raw frames in total are required to reconstruct a single super-resolved
image in 3D SIM [13].

Microscope 
objective

Diffraction limited 
fluorescence image Known structured 

illumination 

3 phases x 3 orientation 

Reconstructed high 
resolution image

Structured illumination

object

(a)

(b)

(c)

Figure 1.3: (a)Structured illumination generated by two-beam interference. (b) Ground
truth of the object to be imaged. (c)Working principle of the typical 2D structured

illumination microscopy.

1.1.3 Quantitative phase imaging

Fluorescence-based microscopy shows its advantages in terms of imaging specific
structures in biological cells, but the requirements of labeling limit its capability
for long-term live-cell imaging due to the toxicity of staining and quenching issues.
Quantitative phase imaging has emerged as a kind of label-free imaging technique
able to quantitatively retrieve the phase of the object. The phase images indicate
not only the profile of the objects but also the information on refractive index
and thickness. QPI techniques are generally developed to record the phase of



INTRODUCTION 1-7

the light field by interfering with the ’object wave’ passing through the sample
and the ’reference wave’ without being disturbed. This section starts with the
introduction of QPI techniques which are divided into two main categories, namely
phase-shifting QPI and off-axis QPI respectively. Then, we introduce the space-
domain Kramers-Kronig (KK) relations based QPI, a special case off-axis QPI that
is investigated in this thesis.

1.1.3.1 Phase shifting quantitative phase imaging

The typical schematic of the phase shifting QPI is shown in Fig.1.4. A beam is di-
vided into two beams via the first beam splitter (BS1). One of the beams, namely
the object wave, passes through the imaged object, which is collected by a micro-
scope objective. Another beam, namely the reference wave, does not pass through
any object and its waveform remains intact. Finally, the object wave and reference
wave are combined at the second beam splitter, which generates the holography at
the camera sensor. The recorded intensity can be written as:

I(x, y) = Io + Ir(x, y) + 2
√

IoIr(x, y)cos[ωτ + ϕ(x, y)] (1.1)

where Io and Ir(x, y) are the intensities of the object wave and reference wave,
respectively, ω is the angular frequency of the optical field, τ is the time delay
and ϕ(x, y) is the phase difference between the two waves. The ϕ(x, y) can be
retrieved according to four intensity images recorded at ωτ= 0, π/2, π, 3π/2 [14]:

ϕ(x, y) = tan−1(
I3π/2(x, y)− Iπ/2(x, y)

I0(x, y)− Iπ(x, y)
) (1.2)

Because of the requirement of a series of raw frames, the time-domain through-
put of this technique is limited.

1.1.3.2 Off-axis quantitative phase imaging

The off-axis QPI is proposed to maximize the time-domain throughput, which can
recover the phase image using only one frame. The schematic of the off-axis QPI
is similar to that of the phase-shifting QPI except for the second beam-splitter,
see Fig. 1.5. The beam splitter is placed in the optical path with an angle with
respect to the propagation direction of the object wave. The intensity recorded at
the camera is then given by:

I(x, y) = Io + Ir(x, y) + 2
√
IoIr(x, y)cos[koffx+ ϕ(x, y)] (1.3)

The koff is the spatial frequency of the reference beam determined by the off-axis
angle θ, koff = 2π

λ sin(θ), λ is the working wavelength. From the equation we
can see that the cross-term can be disentangled with the intensity of the object wave
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Figure 1.4: Configuration schematic of phase shifting QPI

at koff > kape, where kape is the maximum bandwidth of the imaging system. As
a result, the phase image ϕ(x, y) in the cross-term can be retrieved by side-band
filtering in the frequency domain and followed by an inverse Fourier transform.

The advantage of the off-axis QPI is the capability of high-speed imaging.
However, the cost is the lower space bandwidth since only a small side-band con-
tributes to the final phase image.

1.1.3.3 Intensity-based quantitative phase imaging

QPI techniques generally require interferometry to record the phase information
of the object wave and the reference wave and then retrieve the phase image of
the object wave. As a consequence, the performance of such an interferometry
setup relies on the stability of the phase. However, it is always difficult to protect
the phase stability of the setup from many issues in practice, such as the mechan-
ical vibration of the optical components and thermal fluctuation. In this context,
it is especially interesting to develop an intensity-based QPI technique to mini-
mize the influence introduced by phase instability. One of the approaches is using
the transport of intensity equation (TIE) which was firstly proposed by Teague in
1983 [15]. TIE shows that the axial gradient of the intensity is correlated with the
transverse Laplacian of the phase. It is relatively easy to implement this technique
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Figure 1.5: Configuration schematic of off-axis QPI

which requires only two intensity images with one in focus and another slightly
out of focus. However, it suffers from poor reliability in the low spatial frequency
because only the second-order derivative of the phase is measured and the phase
retrieval is under certain assumptions [16]. Another approach is using the space-
domain KK relations. This phase retrieval approach is first applied in electron
microscopy by Misell in 1974 [17, 18]. A plane wave illumination illuminates the
object in a normal way and the scatted light is collected by the objective. Instead
of using a normal circular aperture, the aperture is reshaped to collect only the
upper-half-plane (UHP) signal and vanish the frequencies in another half-plane in
the k-space. Meanwhile, the unscattered illumination light is also collected to en-
sure the function analyticity of the collected field in UHP. The robustness of this
approach is much better compared with TIE since the phase image is directly re-
trieved from the measured raw frames without any assumptions. The difficulties to
implement this method are the precise control of the aperture. More recently, the
space-domain KK-relations is applied in optical microscopy to increase the space
throughput of off-axis QPI [19]. Besides, it has also been applied for intensity-
based holographic imaging using oblique illumination to vanish the negative sig-
nals in the frequency domain [20, 21]. The formulation of the space-domain KK
relations will be discussed in the chapter2 and the experimental implementation
will be discussed in the chapter5.
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1.1.4 The needs of add-on modules for advanced microscopy

Advanced microscopy including fluorescence-based super-resolution microscopy
and quantitative phase microscopy achieves tremendous improvement compared
with conventional microscopy. However, their sophisticated optical system in-
evitably increases the size and the cost of the microscope, which hampers their
widespread use. One of the frequently asked questions in the super-resolution mi-
croscopy field [22] is: “Can research-grade super-resolution (SIM) microscopes
be built cost-efficiently?” To tackle these issues, many efforts have been made to
reduce the cost of the used devices in SIM, such as using low-cost light emitting
diodes (LED), digital mirrored devices (DMD) and fibers [23–25]. However, the
system is still bulky and the cost can be further reduced.

For the QPI techniques, it is even more difficult to scale down the micro-
scope due to the need for interferometry. Some designs focused on simplifying
and decreasing the size of the setup using later sheering QPI techniques, but the
imaged objects have to be sparse [26, 27]. Alternatively, QPI techniques using
add-on modules have been reported to boost the performance of differential inter-
ference contrast (DIC) microscopes, phase contrast microscopes and standard mi-
croscopes [28, 29], namely gradient light interference microscopy (GLIM), spa-
tial light interference microscopy (SLIM) and white-light diffraction phase mi-
croscopy (wDPM) respectively. Cooperating with the commercial microscope,
these techniques are able to achieve high space bandwidth similar to the standard
phase shifting QPI. However, the add-on module is still bulky and complicated.
More recently, inspired by the concept of DIC, Kwon proposed metasurface-based
QPI which decreases dramatically the dimension of the QPI microscope [30].
Without using standard microscope objectives to collect light, it is difficult to de-
sign the aberration-free metasurfaces of high numerical aperture (NA) and there-
fore this QPI suffers from low resolution.

1.2 Photonic integrated circuits

In traditional bulky optical systems, light is routed and manipulated by a lot of
lenses and mirrors. Consequently, the size of the optical system scales up dra-
matically with the degree of complexity. More importantly, the bulky system is
prone to environmental perturbations such as thermal fluctuations, vibrations and
humidity variations. In this context, the concept of integrated optics was proposed
by Miller in 1969 [31]. Inspired by the well-developed electronic integrated cir-
cuits (EIC), the purpose of integrated optics is to integrate a large scale of optical
components interconnected by low-loss routing waveguides in a single chip, also
named photonic integrated circuits (PIC) nowadays. PIC is able to offer robust,
compact and low-cost solutions for implementing complex optical functions that
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are hardly achievable at the same level of performance as standard bulk optics.
In particular, bulk optics cannot compete with the large-scale manufacturing ca-
pabilities offered by the well-developed CMOS facilities [32–34]. PICs have al-
ready sparked a tremendous number of applications of paramount importance in
telecommunications [35], healthcare [36], biological research [37, 38], quantum
information and computation [39, 40], metrology [41, 42]. Ideally, the concept
of integrated optics is proposed to integrate multiple different materials but very
quickly series of technical problems emerged. At present, there are different plat-
forms developed to target different specific problems.

1.2.1 Silicon photonics

Among other PIC platforms, the most technologically mature one is the silicon-
on-insulator (SOI). The crystalline silicon (Si) exhibits high transparency at the
communication wavelength of 1550 nm, which is highly used in the process of
EIC. However, it was still very difficult to achieve a low-loss single-mode waveg-
uide in the early stage because of the high side-wall scattering loss and high index
contrast of ∼3.5. In 2004, Dumon et. al [43] reports a silicon waveguide with
a loss of 2.4 dB/cm for a waveguide width of 500 nm, while the value climes
up to 7.0 dB/cm as the waveguide width decrease to 450 nm. Today’s fabrica-
tion of silicon platforms is much more mature, after improving the technique of
dry etching recipe and photolithography. The propagation loss is reduced to <1
dB/cm for a strip waveguide with a dimension of 450 nm x 220 nm using a 300
mm CMOS platform [44]. With such a low loss, the silicon platform is excellent
for passive optical components, such as connecting waveguides, multimode inter-
ferometer (MMI) beam splitters, arrayed waveguide gratings (AWG) and grating
couplers. However, limited by its narrow bandgap of 1.1 eV, the silicon PIC is
engineered mainly for the communication wavelength band and is unsuitable for
ultra-violet (UV)/visible platforms due to their strong material absorption.

1.2.2 UV/Vis photonic integration platform

In the field of biology and quantum information, the UV/visible wavelengths are
more interesting than the infrared wavelengths due to stronger light-matter inter-
action at shorter wavelengths. For instance, visible light from 400 nm to 700 nm
is usually used to excite fluorescent probes for multi-color fluorescence imaging.
Besides, the shorter UV wavelengths of 369 nm and 313 nm are generally required
to excite the Y b+ and Be+ ions for quantum computing, respectively. To avoid
material absorption of visible light, the material should have an energy bandgap as
least wider than 3.1 eV.

SiN as a CMOS-compatible material has been widely investigated in the tele-
communication wavelength. Benefiting from its lower refractive index of ∼2, the
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SiN platform achieves ultra-low waveguide loss of 0.01 dB/cm [45, 46]. Besides,
SiN has a low thermo-optic coefficient of 2.5 x 10−5 K−1 [47] and suffers fewer
thermal fluctuations from the environment. Except for the infrared wavelengths,
it is also an ideal platform for visible wavelengths in view of its wide bandgap of
∼5 eV [48–50]. Recently, the 200 mm SiN platform using the layer grown by the
lower pressure chemical vapor deposition (LPCVD) is able to provide single-mode
waveguides with a loss of ∼7 dB/cm, 2.5dB/cm and 1 dB/cm at a blue, green and
red light, respectively [51]. This SiN platform has been used for beam shaping
at visible wavelength and shows advantages over bulky optics in light-sheet flu-
orescence brain imaging [52] and beam-steering in brain tissues [53]. However,
the SiN platform may not be the ideal option to operate at blue/violet wavelengths
because the loss is increased considerably to ∼7 dB/cm.

Lithium niobate (LN) has large electro-optic and acousto-optic coefficients,
which have been widely used for high-speed optical modulators at 1550 nm [54–
56]. It is also a good platform for the visible wavelength in view of its moderate
bandgap of 3.78 eV [57], demonstrating a low loss of 0.06dB/cm at λ= 647 nm
[58]. However, LN is not a COMS-compatible material so the integration with
other materials is a difficult technical issue that still needs to be solved.

Aluminum nitride (AlN) also offers the important capability of electro-optic
modulation and second-order nonlinearity [59, 60]. Although the waveguide loss
is still as high as 8 dB/cm at a UV wavelength of 390 nm [38], the property of
strong nonlinearity compensates for this shortage and makes the AlN becoming a
promising candidate for the UV-PIC platform. Currently, the single-crystal AlN is
grown on the sapphire wafer which limits its size to 4/6 inches.

Aluminum oxide (Al2O3) is currently the best candidate for the UV-PIC plat-
form because of its relatively low but sufficient refractive index of ∼1.7 and high
uniformity of layer deposition via atomic layer deposition (ALD). The ALD-AlOx

layer has demonstrated a low material absorption loss of 4 dB/cm at a wavelength
as short as 250 nm [61]. Furthermore, the integrated waveguide using the ALD-
AlOx layer has recently been elaborated to realize a low loss of 3 dB/cm at 371
nm, with single-mode propagation [49, 62]. In this thesis, we elaborated the ALD-
AlOx platform a step further and realized a similar loss of 3 dB/cm but at a shorter
wavelength of 360 nm and with a higher index contrast.

The present different platforms at visible/UV wavelengths are compared in
table 1.1.

1.2.3 Photonic integrated circuits for advanced microscopy

Photonic integrated circuits allowing flexible on-chip beam manipulation are thriv-
ing for the on-chip super-resolution microscopy [63–66]. By using the evanescent
field of integrated waveguides as the illumination beam, the photonic chip-enabled
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Table 1.1: Reported waveguide loss of PIC platforms at UV/visible wavelengths

Platform bandgap waveguide loss wavelengths second-order
nonlinearity

SiN 5 eV 5 dB/cm 430 nm no
LN 3.8 eV 0.06 dB/cm 674 nm yes

AlN 6.2 eV
8 dB/cm

3.5 dB/cm
390 nm
455nm

yes

AlOx 5.1 ∼ 7.6 eV 3 dB/cm 371 nm no

single molecular localization microscopy was first demonstrated by Diekmann in
2017, achieving a spatial resolution of 140 nm over a large field-of-view (FoV)
of 0.5 x 0.5 mm using an objective of NA 0.45 [67]. Depending on the need, us-
ing a high NA 1.2 objective can increase the resolution up to 50 nm but the FoV
is correspondingly decreased. In 2019, Archetti proposed the waveguide-based
points accumulation for imaging in nanoscale topography (PAINT) and push the
resolution down to 20 nm [68]. Except for the SMLM, PIC has also shown its
advantages over bulky SIM by demonstrating a resolution enhancement factor of
2.3 which is higher than the general value of 2 [69]. Besides, making use of the
total internal reflection illumination and high-index contrast, the PIC can also be
applied for dark-field high-contrast scattering imaging [70].

At present, PIC-based microscopy is mainly based on evanescent illumina-
tion. The clear advantage is high signal-to-noise-ratio (SNR) because only the
matter close to the waveguide surface interacts with the excitation beam, but con-
sequently the imaged object needs to be attached to the photonic chip and can not
be moved. This makes the sample preparation more complicated than the stan-
dard protocol, because the photonic chip needs to be involved during the sample
preparation. More importantly, TIRF-based microscopy is not compatible with
quantitative phase imaging, which further limits its capability of phase imaging.
In this thesis, to tackle these issues, I proposed and implemented the UV-PIC-based
label-free far-field SIM and QPI techniques, respectively.

1.3 Research objectives

Before starting this work, our hypothesis was that it is possible to develop a low-
loss single-mode integrated waveguide at UV wavelength and such a platform will
be applied for PIC-based advanced microscopy. My main objectives in this work
were the following:

• The development of low-loss single-mode integrated waveguides for realiz-
ing the UV-PIC platform. This includes the design of the waveguide structures
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in simulation, the exploration of potential low-absorption materials, and the opti-
mization of etching techniques.

• The design, fabrication, and characterization of optical components embed-
ded in UV photonic circuits. This includes the design and optimization of adiabatic
tapers, 1x2 MMI beam splitters, 2x2 beam splitters, grating out-couplers, and ther-
mal phase shifters.

• The fabrication and characterization of UV photonic circuits and implemen-
tation of UV-PIC based SIM technique. This includes the layout design of photonic
circuits, characterization of the generated far-field structured illumination and flu-
orescence imaging using the structured illumination.

• The development of reconstruction algorithm for structured illumination mi-
croscopy. This includes the implementation of the SIM technique in simulation,
super-resolved image reconstruction using the experimental fluorescence images
and validation of the concept of UV-PIC-based autofluorescence SIM technique
with biological cells.

• The fabrication and characterization of photonic circuits and implementation
of PIC-based QPI technique. This includes the layout design of photonic circuits,
characterization of the generated far-field angled illumination and measurement of
bright-field images using the generated oblique illumination.

• The development of reconstruction algorithm for space-domain KK-relations-
based QPI. This includes the implementation of the KK-relations-based QPI tech-
nique in simulation, complex field reconstruction from experimental intensity im-
ages and validation of the concept of the PIC-based QPI technique.

The important achievements of this thesis are the development of a low-loss
UV-compatible PIC platform, the demonstration of the UV-PIC-based SIM tech-
nique which upgrades a conventional visible microscope to a UV-compatible super-
resolved autofluorescence SIM microscope in a low-cost and compact way, and
the demonstration of the PIC-based QPI technique which provides the solution of
a compact and robust quantitative phase imaging technique and paves the way for
a chip-based multimodal advanced microscopy.

1.4 Thesis outline

This dissertation has already started with the introduction of the typical super-
resolution microscopy techniques, quantitative phase imaging and current PIC
platforms for visible and UV wavelengths. Besides, this chapter also points out
the research objectives.

Chapter 2 gives the working principle and theoretical formalization involved
in the super-resolved SIM technique and the space-domain KK-relations-based
QPI technique.
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Chapter 3 discusses the fabrication, and characterization of the PIC platform
operating at UV wavelengths. ALD-AlOx and ALD-HfOx waveguides are in-
vestigated and in the following chapters the ALD-AlOx layer is selected for the
fabrication of the photonic circuits.

Chapter 4 firstly discusses the design and fabrication of the UV-PIC for the
generation of switchable structured illumination. Next, we describe the SIM re-
construction algorithm, the validation of the UV-PIC-based SIM technique and the
characterization of the resolution enhancement of the proposed technique with a
homemade spoke resolution target. Finally, we apply the UV-PIC-based SIM to
image yeast cells and demonstrate the super-resolved autofluorescence SIM tech-
nique.

Chapter 5 firstly discusses the design and fabrication of the UV-PIC for the
generation of switchable oblique illumination. Next, we describe the phase-retrieval
reconstruction algorithm for space-domain KK-relations-based QPI and the vali-
dation of the PIC-based KK-QPI in the experiment. Finally, we discuss the charac-
terization of the proposed technique in terms of phase precision, phase sensitivity
and spatial resolution, respectively.

Chapter 6 summarizes all the results in this thesis and gives the prospect of
this research work.
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1.5 Publications
This dissertation has led to the following list of publications in conferences and
international peer-reviewed journals.

1.5.1 Publications in international journals

1. C. Lin, J. SD Penaranda, J. Dendooven, C. Detavernier, D. Schaubroeck, N.
Boon, R. Baets, N. Le Thomas, ”UV photonic integrated circuits for autoflu-
orescence structured illumination microscopy”, Nature Communications,
12(1), 4360(2022).

2. C. Lin, D. Schaubroeck, R. Baets, N. Boon, N. Le Thomas, ”UV Photonic-
Integrated-Circuits-Based Structured Illumination Microscopy With a Field
of View Larger than 100 µm2”, IEEE Journal on Selected Topics in Quan-
tum Electronics, 29(4), 1-9(2023).

1.5.2 Publications in international conferences

1. C. Lin, J. SD Penaranda, J. Dendooven, C. Detavernier, D. Schaubroeck, N.
Boon, R. Baets, N. Le Thomas, ”UV-compatible photonic integrated circuits
for label-free structured illumination microscopy”, Frontier in Optics (FiO),
FW6E.3(2022)

2. C. Lin, J. SD Penaranda, J. Dendooven, C. Detavernier, R. Baets, N. Le
Thomas, ”Photonic integrated alumina waveguide gratings for far-field struc-
tured illumination at UV wavelengths”, Conference on Lasers and Electro-
Optics (CLEO), STu1A.6(2021)

3. N. Le Thomas, Z. Liu, C. Lin, H. Zhao, R. Baets, ”Raman on-chip: Current
status and future tracks”, Proc. SPIE, Integrated Optics: Devices, Materials,
and Technology XXV, 11689, p.1168908(2021)

4. C. Lin, D. Schaubroeck, G. Roelkens, R. Baets, N. Le Thomas, ”Low-loss
single-mode waveguides operating at UV/violet wavelengths and fabricated
with contact optical lithography”, European Conference on Integrated Op-
tics (ECIO), p.3 (2020)

5. C. Lin, R. Baets, G. Roelkens, N. Le Thomas, ”Design of slot waveguide for
ultra-violet light based on atomic layer deposition”, European Conference
on Integrated Optics (ECIO), p.W.Po1.5 (2019)
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Ng, Jingyi Wang, Ziliang Ruan, Xuefeng Tang, Maxim Kuschnerov, Liu
Liu, Siyuan Yu, Bofang Zheng, and Xinlun Cai. Dual-polarization thin-
film lithium niobate in-phase quadrature modulators for terabit-per-second
transmission. Optica, 9(1), 2022.

[57] Ajay Dhar and Abhai Mansingh. Optical properties of reduced lithium nio-
bate single crystals. Journal of Applied Physics, 68(11):5804–5809, 1990.

[58] Julián H. Sierra, Ricardo C. Rangel, Ricardo E. Samad, Nilson Dias Vieira,
Marco I. Alayo, and Daniel O. Carvalho. Low-loss pedestal Ta2O5 nonlinear
optical waveguides. Optics Express, 27(26), 2019.

[59] X. Liu, A. W. Bruch, J. Lu, Z. Gong, J. B. Surya, L. Zhang, J. Wang, J. Yan,
and H. X. Tang. Beyond 100 THz-spanning ultraviolet frequency combs in
a non-centrosymmetric crystalline waveguide. Nat Commun, 10(1):2971,
2019.

[60] W. H. P. Pernice, C. Xiong, C. Schuck, and H. X. Tang. Second harmonic
generation in phase matched aluminum nitride waveguides and micro-ring
resonators. Applied Physics Letters, 100(22), 2012.

[61] M. M. Aslan, N. A. Webster, C. L. Byard, M. B. Pereira, C. M. Hayes, R. S.
Wiederkehr, and S. B. Mendes. Low-Loss Optical Waveguides for the Near
Ultra-Violet and Visible Spectral Regions with Al(2)O(3) Thin Films from
Atomic Layer Deposition. Thin Solid Films, 518(17):4935–4940, 2010.



INTRODUCTION 1-23

[62] Gavin N. West, William Loh, Dave Kharas, Cheryl Sorace-Agaskar, Karan K.
Mehta, Jeremy Sage, John Chiaverini, and Rajeev J. Ram. Low-loss in-
tegrated photonics for the blue and ultraviolet regime. APL Photonics,
4(2):026101–7, 2019.

[63] O. I. Helle, D. A. Coucheron, J. C. Tinguely, C. I. Oie, and B. S. Ahluwalia.
Nanoscopy on-a-chip: super-resolution imaging on the millimeter scale. Opt
Express, 27(5):6700–6710, 2019.

[64] J. C. Tinguely, A. M. Steyer, C. I. Oie, O. I. Helle, F. T. Dullo, R. Olsen,
P. McCourt, Y. Schwab, and B. S. Ahluwalia. Photonic-chip assisted correl-
ative light and electron microscopy. Commun Biol, 3(1):739, 2020.

[65] A. Butola, D. A. Coucheron, K. Szafranska, A. Ahmad, H. Mao, J. C.
Tinguely, P. McCourt, P. Senthilkumaran, D. S. Mehta, K. Agarwal, and B. S.
Ahluwalia. Multimodal on-chip nanoscopy and quantitative phase imaging
reveals the nanoscale morphology of liver sinusoidal endothelial cells. Proc
Natl Acad Sci U S A, 118(47), 2021.

[66] L. E. Villegas-Hernandez, V. Dubey, M. Nystad, J. C. Tinguely, D. A.
Coucheron, F. T. Dullo, A. Priyadarshi, S. Acuna, A. Ahmad, J. M. Ma-
teos, G. Barmettler, U. Ziegler, A. B. Birgisdottir, A. K. Hovd, K. A. Fenton,
G. Acharya, K. Agarwal, and B. S. Ahluwalia. Chip-based multimodal super-
resolution microscopy for histological investigations of cryopreserved tissue
sections. Light Sci Appl, 11(1):43, 2022.

[67] Robin Diekmann, Øystein I. Helle, Cristina I. Øie, Peter McCourt,
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2
Fundamentals of SIM and KK-QPI

This chapter is devoted to introducing the theory of diffraction-limited conven-
tional microscopy, super-resolved structured illumination microscopy and quan-
titative phase microscopy. Although the theory of the image formation in con-
ventional optical microscopy is well-known, it is important to introduce the the-
ory here in particular to stress the difference between the coherent and incoherent
imaging. In this thesis, I will propose and demonstrate the concepts of the UV-PIC-
based super-resolved SIM technique and the UV-PIC-based QPI technique, based
on the knowledge of incohernet and coherent imaging respectively. The theory of
imaging through a bandwidth-limited microscope is well-established and nowa-
days well-described by using the K-space. After discussing the concept of the
Abbe resolution limit by using a simple grating object and a normal coherent illu-
mination, the spatial resolution of incohernet imaging is introduced and compared
in the K-space. Furthermore, the working principle of super-resolved structured
illumination microscopy, which bypasses the diffraction limit, is presented based
on the incoherent imaging system. In the end of this chapter, I will present the
theory of the non-interferometry quantitative phase imaging based on Kramers-
Kronig relations through K-space, which is based on the theory of coherent light
imaging system .



2-2 CHAPTER 2

2.1 Image formation theory of conventional optical
microscopy

The purpose of optical microscopy is to reveal the details of an object with a size
as small as possible. To quantify the smallest size resolvable with a microscope,
Abbe proposed the ′resolution limit′ concept in 1873 [1]. The resolution limit was
derived based on diffraction and interference, see the schematic in Fig. 2.1.
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Figure 2.1: Schematic of image formation in coherent imaging using plane waves. (a-b)
Grating pitches Λ = G and Λ = G/2, respectively. The illumination beam is incident in a
normal way. (c) Grating pitch Λ = G/2. The illumination beam is incident with an angle.

One way to explain the origin of the resolution limit is to use a grating structure
as an object in the object plane of a microscope. A parallel coherent beam propa-
gating along the optical axis of the instrument through the grating will be diffracted
into several diffraction orders, the direction of which is set by the phase-matching
condition at the grating surface:

k⃗m = k⃗in +mG⃗, m ∈ Z (2.1)
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where k⃗in is the wave vector of the incident beam, G⃗ is the reciprocal vector
of the grating, and k⃗m is the wave vector of the diffraction order m, with m an
integer. The wave vector of the incident beam is given by k⃗in = j⃗ 2π

λ · n, where
n is the refractive index of the ambient medium, λ is the working wavelength
in free space, and j⃗ is a unit vector. At the grating plane, the wave vectors are
projected according to the angle between the wave vector and the optical axis of
the microscope objective. It follows:

2π

λ
· n sin(θm) =

2π

λ
· n sin(θin) +m

2π

Λ
, m ∈ Z (2.2)

where Λ is the grating pitch. With an incident beam parallel to the optical axis of
the microscope objective, the angle θin equals zero, as shown in Fig. 2.1(a) and
(b). The relationship between the angle of the diffraction orders and the grating
pitch is then given by:

n sin(θm) = ±m
λ

Λ
(2.3)

The numerical aperture (NA) of the microscope objective is set by n sin(θco),
where θco is the maximum angle that can be collected. To recover the spatial
information of the grating, at least two diffraction orders must be collected by the
microscope objective. When θm is smaller than or equal to θco, the diffracted
beam can be collected by the microscope objective, which forms an image at the
imaging plane, as shown in Fig. 2.1(a). As shown in the equation 2.3, decreas-
ing the grating pitch leads to a larger diffraction angle θm. When the angle θm is
larger than the θco, only the zero-diffraction order is collected, which results in a
profile with a constant intensity at the imaging plane, i.e. the information about
the grating modulation is lost, see Fig. 2.1(b). Setting the diffraction order m to 1,
the smallest grating pitch that can be resolved is obtained by:

Λmin =
λ

n sin(θco)
=

λ

NAco
(2.4)

This equation reveals the optical resolution of a microscope for coherent imaging
with normal illumination. To increase the optical resolution of coherent imaging,
oblique illuminations can be applied, as shown in Fig. 2.1(c). Defining the angle
of the first-order diffraction beam by the numerical aperture of the microscope
objective θm= θco, we can rewrite the equation 2.2 as:

Λmin =
λ

n sin(θco) + n sin(θin)
=

λ

NAco +NAin
(2.5)

To work in a bright field, the zero diffraction order should be collected, implying
the maximum numerical aperture of the incident beam NAinequals NAco which
results in a resolution of λ

2NAco
.
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The resolution of the optical system can also be described by a transfer function
formalism. In a coherent imaging system, the impulse response, namely the am-
plitude spread function h(x⃗), is the Fourier transform of the pupil function of the
optical system P (k⃗). With normal illumination, the maximum spatial frequency
which can be collected is determined by the aperture of the microscope objective,
which is given by kmax = 2π

λ · NAco. The one-dimensional intensity profile of
the pupil function is illustrated in Fig. 2.2(b). The optical resolution of the optical
system is given by Λ = 2π

kmax
= λ

NAco
. As the camera sensor records the intensity

of the light field instead of amplitude, the response of light field Ein(x⃗) is given
by:

Iout(x) = Eout(x⃗) · E∗
out(x⃗)

= |Ein(x⃗)⊗ h(x⃗)|2
(2.6)

where ⊗ denotes the convolution. We define the electric field of two adjacent
point sources Ein1(x⃗) and Ein2(x⃗). The response of these two point sources can
be written by:

Iout(x) =|(Ein1(x⃗) + Ein2(x⃗))⊗ h(x⃗)|2

=|Ein1(x⃗)⊗ h(x⃗)|2 + |Ein2(x⃗)⊗ h(x⃗)|2

+ Ein1(x⃗)⊗ h(x⃗) · E∗
in2(x⃗)⊗ h∗(x⃗)

+ E∗
in1(x⃗)⊗ h∗(x⃗) · Ein2(x⃗)⊗ h(x⃗)

(2.7)

The analysis of coherent imaging above still applies in incoherent imaging. When
the temporal coherence of the light field is low, the light is considered as incoherent
light, implying that the light field Ein1(x⃗) and Ein2(x⃗) are statistically indepen-
dent over time. Therefore, the cross terms Ein1(x⃗)⊗ h(x⃗) ·E∗

in2(x⃗)⊗ h∗(x⃗) and
E∗

in1(x⃗) ⊗ h∗(x⃗) · Ein2(x⃗) ⊗ h(x⃗) turn to be zero after integrating the field over
time in the camera sensor. The response of two adjacent point sources becomes:

Iout(x) = Iin1(x⃗)⊗ |h(x)|2 + Iin2(x⃗)⊗ |h(x⃗)|2 (2.8)

This equation states that the incoherent imaging system is linear and shift-invariant
in intensity and the impulse response of the intensity of a point source is |h(x)|2
which is also referred to as the point spread function (PSF (x)). The Fourier trans-
form of the point spread function is the optical transfer function (OTF (K)) of the
imaging system. Here, We use a capital letter K for the spatial frequencies of the
intensity of the light field, and a lowercase letter k for the spatial frequencies of
the complex amplitude of the light field. The optical transfer functions OTF (K)

is the normalized autocorrelation function of the pupil function P (k). The rela-
tionship is given by the equation:

OTF (K) =
P (k⃗)⊗ P ∗(k⃗)∫∞
−∞ |P (k⃗)|2d(k)

(2.9)
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Figure 2.2(a) depicts the relationship between amplitude spread function h(x⃗), the
pupil function P (k⃗), the point spread function PSF (x), and the optical transfer
function OTF (K). The one-dimensional ideal intensity profile of the OTF (K)

is plotted in Fig. 2.2(a). With a normal illumination, the maximum spatial fre-
quency which can be collected is Kmax = 2kmax = 2 2π

λ NAco, which implies
that the optical resolution of incoherent light imaging is two times larger than that
of coherent light imaging. The optical resolution λ

2NAco
is also referred to the

diffraction-limited resolution. In the following sections, I will introduce super-
resolved structured illumination microscopy to bypass the diffraction-limit resolu-
tion in an incoherent light imaging system. Besides, I will discuss a quantitative
phase imaging method based on Kramers-Kronig relations to recover the phase of
the coherent light which is lost due to the quadratic nature of intensity in a coherent
imaging system.

0 kmax 0-Kmax

(b) (c)

1 1

OTF

h(x)

P(k) OTF(K)

PSF(x)

ℱ ℱ -1 ℱ ℱ -1

Space domain

Fourier domain

Coherent imaging Incoherent imaging

Autocorrelation

(a)

0

Intensity

Spatial frequency

Intensity

Spatial frequency
-kmax Kmax

|P(k)|

| |2

kmax-kmax

Figure 2.2: (a) Relationship between the transfer functions in coherent imaging and
incoherent imaging. (b) Modulus of an ideal one-dimensional pupil function P (k⃗).
kmax = 2π

λ
·NAco (c) Intensity of an one-dimensional optical transfer function

OTF (K). Kmax = 2π
λ

· 2NAco
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2.2 Super-resolution structured illumination fluores-
cence microscopy

This section introduces the fundamental principles of two-dimensional structured
illumination microscopy. As discussed in the previous section, incoherent imag-
ing offers a higher optical resolution compared with coherent imaging in normal
illumination. However, it is still limited by diffraction. At visible wavelengths, the
optical microscopy resolution is limited to λ

2NAco
where NAco is limited to 1 in

free space. Many efforts have been made to enhance the resolution and bypass the
diffraction limit. Structured illumination microscopy is one of the super-resolution
microscopy techniques, which is working in wide-field and is compatible with
standard fluorescent dyes. A resolution enhancement by a factor of 2 has been
achieved with this technique compared to conventional microscopy, by taking ad-
vantage of the incoherence of the fluorescence emission. The mechanism involved
is presented below.

The structured illumination can be obtained by generating interference be-
tween two coherent beams. For simplicity, we write the relevant equations in
one dimension as an example. Two monochromatic beams illuminate the sam-
ple with an angle θ and −θ, respectively. The electric fields are written as: E⃗1 =

Ei1e
i(k⃗xx+ϕ1) and E⃗2 = Ei2e

−i(k⃗xx+ϕ2), where k⃗x is the spatial frequency given
by 2π

λ sin(θ) in free space. Then, the interference fringe pattern appears at the area
where two beams overlap and the intensity can be expressed by:

Iex = |E⃗i1 + E⃗i2|2

= |Ei1e
i(k⃗xx+ϕ1) + Ei2e

−i(k⃗xx+ϕ2)|2

= I0

(
1 +

ν

2
ei(2k⃗xx+∆ϕ) +

ν

2
e−i(2k⃗xx+∆ϕ)

) (2.10)

where I0 = |E⃗i1|2 + |E⃗i1|2 is the sum of the intensities of the two excitation

beams and ν =
E⃗i1E⃗

∗
i2+E⃗∗

i1E⃗i2

|E⃗i1|2+|E⃗i1|2
is the fringe visibility of the interference pattern.

The phase difference ∆ϕ = ϕ1 − ϕ2 is referred as the phase of the structured
illumination and it can be adjusted by introducing a relative optical delay between
the two beams. In the general SIM system, the excitation path shares the sample
objective with the collection, which means the numerical aperture of the excitation
NAcol has the same value as the collection NAex. At the sample plane, structured
illumination excites the fluorophores inside the sample and the fluorophores will
emit incoherent light at a wavelength λem larger than the excitation. The detected
fluorescence intensity IF = ρ×Γ× hc

λem
depends on the spatial distribution of the

fluorophores ρ, namely the object to image, on the fluorescence rate Γ and on the
photon energy hc

λem
where c is the speed of light and h the Planck constant. Here,

we discuss the linear SIM in which the excitation intensity Iex is much smaller
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than the saturation intensity Is of the fluorophores. It follows that:

Γ =
1

τr

Iex/Is
1 + Iex/Is

≃ Iex/(τrIs) (2.11)

where τr is the fluorophore radiative lifetime. The constant (hc/λ)/(τrIs) has
been included in the distribution ρ in the following for simplicity. In incoherent
imaging, the imaged intensity of the object can be obtained by:

I = [Iex · ρ]⊗ PSF

= [I0

(
1 +

ν

2
ei(2k⃗xx+∆ϕ) +

ν

2
e−i(2k⃗xx+∆ϕ

)
· ρ]⊗ PSF

(2.12)

It follows that the collected image at the camera plane is the superposition of three
fluorescence intensity distributions: one corresponding to the standard uniform
beam illumination and the two others with a relative spatial frequency shift of
either 2k⃗x or −2k⃗x. The two extra terms include the high frequency of the object,
but all the signals are entangled in one image. The two extra contributions resulting
from the coherent structured illumination have an additional phase term +∆ϕ or
−∆ϕ, respectively. Setting ∆ϕ at three different values enables disentangling the
three intensity contributions from the measured image I and reconstructing the
image intensity of the object ρ with a super-resolution. Such a reconstruction is
conveniently implemented in the K space where the Fourier transform of image
ĨF and of the object ρ̃ are connected by:

ĨF (K) = I0

[
ρ̃1(K) +

Vei∆ϕ

2
ρ̃2(K) +

Ve−i∆ϕ

2
ρ̃3(K)

]
, (2.13)

with ρ̃1(K) = ρ̃(K)OTF (K) the part of the Fourier spectrum of the object that
is located inside the transmission bandwidth of the microscope, and ρ̃2(K) =

ρ̃(K+2kx)OTF (K) and ρ̃3(K) = ρ̃(K−2kx)OTF (K) the parts that have been
shifted by −2kx and +2kx inside the transmission bandwidth, respectively. The
resolution enhancement relies on the possibility of determining ρ̃2(K) and ρ̃3(K).
A single intensity image ĨF (K) is a mixture of three unknown variables, namely
ρ̃1(K), ρ̃2(K), and ρ̃3(K), which requires three intensity images to disentangle.
Typically, the phase terms are set to 0o, 120o, and 240o, respectively. These three
equations can be written as :ĨF1 (K)

ĨF2 (K)

ĨF3 (K)

 = M

ρ̃1(K)
ρ̃2(K)
ρ̃3(K)

 (2.14)

where

M =

1 ν
2 e

i∆ϕ1 −ν
2 e−i∆ϕ1

1 ν
2 e

i∆ϕ2 −ν
2 e−i∆ϕ2

1 ν
2 e

i∆ϕ3 −ν
2 e−i∆ϕ3

 (2.15)
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The matrix M is known with the prior knowledge of the phase and visibility of the
structured illumination. Then we can solve the equation and disentangle the three
unknown frequency bands by:ρ̃1(K)

ρ̃2(K)
ρ̃3(K)

 = M−1

ĨF1 (K)

ĨF2 (K)

ĨF3 (K)

 (2.16)

Next, we shift the high frequency bands ρ̃2(K) and ρ̃3(K) to their right position

0 Kmax-Kmax

(a)

1 WF

0-Kmax

(b)

1 SIM 

½ 

-2Kmax

0

½ 

Intensity

Spatial frequency

Intensity

Spatial frequency

OTF

Kmax 2Kmax

Figure 2.3: (a) One-dimensional intensity profile of optical transfer function. (b)
One-dimensional intensity profile of the transfer function of structured illumination

microscopy. Kmax = 4πNAco
λ

= 2|⃗kx|.

by a spatial frequency of −2k⃗x and +2k⃗x, respectively. Figures 2.3(a) and (b)
compare the one-dimensional intensity profile of the optical transfer function and
the synthetic transfer function of SIM microscopy. In the case of Kmax = 2|⃗kx|,
the bandwidth of SIM is two times wider than that of conventional incoherent
microscopy. In practice, the images are generally corrupted by noise. In the image
reconstruction, many kinds of digital filters have been applied to minimize the
artifacts induced by the noise, including the Wiener filter [2, 3], the total variance
filter (TV) [4] and the Hessian filter [5]. In this work, I used the standard Wiener
filter which requires no iteration so it is faster than the other methods. The Wiener
filter was named after Norbert Wiener who proposed this method in 1940 [6]. In
diffraction-limited incoherent imaging, the Wiener filter is given by:

Φ =
OTF ∗

OTF 2 + N2(K)
P 2

t (K)

(2.17)
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where N2(K) and P 2
t (K) represent for the spectrum power of the noise and of

the true object. Given that the signal of the true object is unknown, the parameter
N2

P 2
t (K)

is given empirically according to the SNR ratio of the image. The noise
power N2(K) is determined by averaging the intensity of the noise falling outside
of the OTF bandwidth, assuming the noise in the system is white noise and its
intensity is everywhere the same in K-space. The power of true signal P 2

t (K) is
approximated by the averaged intensity of the signal inside the OTF bandwidth.

Stitching the frequency bands and applying the deconvolution with a Wiener
filter, the final reconstructed image in the Fourier domain is obtained:

ρ̃r(K) =

∑
i(M

−1
ϕ )iĨ

F
i (K) ·

∑
i OTF ∗

i (K)∑
i |OTFi(K)|2 +N2(K)/P 2

t (K)
(2.18)

where the OTFi is the optical transfer function shifted by a spatial frequency of 0,
−2k⃗x, and +2k⃗x, for i= 1, 2, and 3 respectively. The reconstructed super-resolved
image in the space domain is obtained by applying an inverse Fourier transform of
ρ̃r(K).

2.3 Quantitative phase imaging based on Kramers-
Kronig relations

This section introduces the fundamentals of the quantitative phase imaging based
on the Kramers-Kronig (K-K) relations. Different from the above-mentioned struc-
tured illumination microscopy which is based on incoherent imaging, this tech-
nique is based on coherent imaging. The K-K relations are named after Hans
Kramers and Ralph Kronig, which was initially proposed to measure the disper-
sion of solid materials at X ray [7, 8]. It is also named Hilbert transform in math-
ematics. The relations link the real part of a complex function with its imaginary
part if the function is analytic in the upper half-plane. In this thesis, we inves-
tigate the K-K relations in the spatial domain. It was initially applied for phase
retrieval in electron microscopy in 1974 [9, 10] and recently extended to optical
microscopy [11, 12]. To apply the spatial-domain K-K relations in the spatial
domain, the complex function corresponding to the field E(r⃗) should fulfill two
conditions: (1) it vanishes in one of the half-planes in the k-space, and (2) the
complex function is analytical in the remaining half-plane.

There are two possible configurations to meet the first condition, see Fig2.4.
The first approach is aperture shaping. As schematically illustrated in Fig. 2.4(a),
the illumination is parallel to the optical axis of the microscope objective. Then,
a spatial filter is placed at the Fourier plane of the imaging system to block the
signals falling in the negative or positive part. The second method is beam shaping.
Instead of applying an illumination parallel to the optical axis, the incident light
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illuminates the object at an angle that equals the maximum angle collected by the
microscope objective, see Fig2.4(b). To simplify the derivation, we consider the
scattered signal in one dimension along the x-axis and define E(k) as the Fourier
transform of the scattered total field E(x). If condition (1) holds, we can write:

Eco(k) = E(k) · U(k) (2.19)

where Eco(k) is the field collected by the microscope objective, U(k) is a Heavi-
side step function in the Fourier domain:

U(k) =

{
1, k at the remaining half-plane
0, k at the vanished half-plane

(2.20)

The collected field in the space domain can be obtained by taking a Fourier trans-
form, as follows:

Eco(x) =

∫ ∞

−∞
Eco(k)e

−ikxdk (2.21)

Since the Eco(k) is band-limited function with the kmax = 2π
λ NAco, Eco(k)

turns to be zero at k approaching +∞ or −∞. If the function Eco(k) is analytical,
we can define the integration along a closed path l in the upper half plane, as
follows [7, 8]:∮

l

Eco(X)

X − x
dX =0

=PV

∫ ∞

−∞

Eco(X)

(X − x)
dX − jπEco(x)

(2.22)

Where PV is the Cauchy principal value and the term −jπEco(x) is the pro-
duction of the integration around the pole x according to the theory of residues.
Rearrange the equation, we can obtain the equation below:

Eco(x) =
1

jπ
PV

∫ ∞

−∞

Eco(X)

(X − x)
dX (2.23)

The collected complex field Eco(x) consists of the imaginary part Ei(x) and the
real part Er(x), respectively. Splitting the real and imaginary parts of the field, we
can obtain the KK-relations:

Ei(x) = − 1

π
PV

∫ ∞

−∞

Er(X)

(X − x)
dX (2.24)

Er(x) =
1

π
PV

∫ ∞

−∞

Ei(X)

(X − x)
dX (2.25)

These equations 2.24 and 2.25 state that by knowing either the real part or the
imaginary part we are able to retrieve the other. Given that the real objects are
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complicated and unpredictable, the analyticity of the image field is generally not
guaranteed. Here, we discuss the case when the microscopy system is working
in a bright field and the amplitude of the scattered light |Es(x)| is smaller than
unscattered light the |Eu(x)|. The sum of the scattered and unscattered light equals
the total image field, Eco(x) = Es(x)+Eu(x). To ensure the analyticity we define
the following function:

χ(x) = ln(Eco(x))

= ln

(
1 +

Es(x)

Eu(x)
) + ln(Eu(x)

)
(2.26)

If the defined function is analytical, we are able to retrieve the imaginary part from
the real part of the complex function χ(x). To verify its analyticity, we only need to
demonstrate the analyticity of the term ln

(
1 + Es(x)

Eu(x)

)
since the term ln(Eu(x))

is a constant. Considering the |Es(x)|
|Eu(x)| < 1, the analyticity of the first term in the

equation 2.26 can be proved via its Taylor expansion:

ln

(
1 +

Es(x)

Eu(x)

)
=

Es(x)

Eu(x)
− 1

2

(
Es(x)

Eu(x)

)2

+
1

3

(
Es(x)

Eu(x)

)3

+ ... (2.27)

The real part and imaginary part of function χ(x) are the amplitude and phase of
the image field, respectively. In coherent imaging, we can measure the real part
of χ(x) by knowing the intensity of the image field |Eco(x)|2. Therefore, we are
able to recover the imaginary part of the function χ(x) from its real part via the
K-K relations and then retrieve the phase of the image field. The real part of χ(x)
can be expressed by:

χr =
1

2
ln
(
|Eco(x)|2

)
(2.28)

then, the imaginary part is obtained using the K-K relations 2.24

χi = − 1

π
PV

∫ ∞

−∞

1
2 ln(|Eco(X)|2)

x−X
dX (2.29)

As a result, we can recover the complex image field:

Eco(x) = eχr+jχi)

= e

(
1
2 ln(|Eco(x)|2)−j 1

πPV
∫ ∞
−∞

1
2

ln(|Eco(X)|2)

x−X dX

) (2.30)

After retrieving the complex field of each frame, i.e. for different orientations of
the illumination, the images are finally stitched together in the Fourier domain.
Followed by a deconvolution and an inverse Fourier transform, the high-resolution
complex image field Eco(x) is obtained.
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2.4 Conclusion
In this chapter, I have introduced the imaging principle when coherent or inco-
herent light is scattered or emitted from the object. With normal illumination, the
incoherent imaging has an optical resolution of λ

2NAco
which is two times higher

that of coherent imaging λ
NAco

. To bypass the diffraction limit in incoherent imag-
ing, the physical principle of super-resolved structured illumination microscopy is
introduced. Taking advantage of the spatial frequency mixing induced by the flu-
orescence emission, SIM techniques achieve a super-resolution two times larger
than the diffraction-limited resolution, which can not be applied in coherent imag-
ing to bypass the diffraction limitation. One of the advantages of coherent imag-
ing is the capability of quantitative phase imaging. I have presented the physical
principle of the QPI based on the spatial-domain Kramers-Kronig relations. This
technique requires the imaging system to fulfill two conditions, i.e. working in the
bright field and vanishing one of the half-planes. The knowledge of the principles
discussed above is fundamental to developing the UV-PIC-based SIM technique
and the UV-PIC-enabled QPI based on the K-K relations in chapter 4 and chapter
5.
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3
Development of a UV-compatible

integrated photonics platform

Varieties of photonic integration platforms have been developed for a tremendous
number of applications. At present, there is no mature platform compatible with
UV wavelengths because of two main issues: (1) high material absorption and
(2) high scattering loss. To tackle these issues, we have investigated two kinds of
materials so-called aluminum oxide (AlOx) and hafnium oxide (HfOx) grown by
the thermal atomic layer deposition. In view of their high bandgaps of 6.2 eV [1]
and 5.5 eV [2] respectively, AlOx and HfOx are potential candidates as waveguide
layers to guide UV light with a low absorption loss. This chapter first presents
the designs of waveguide geometry of single-mode waveguides compatible with
the ALD-AlOx and ALD-HfOx thin films. Then, I discuss the optimization of
the waveguide fabrication and investigate the types of masks and etching recipes.
Finally, I describe the characterization of fabricated waveguides using a home-built
measurement setup operating at UV wavelengths.

3.1 Design of UV single-mode waveguides

The propagation loss of integrated waveguides includes absorption loss, scattering
loss, and radiation loss. The absorption is intrinsic to the material used for the
waveguide core and cladding. For ideal semiconductors and insulators, the ab-
sorption occurs for light energy larger than the bandgap. The presence of defects
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or disorders modifies the density of the state leading to new discrete or continuous
energy states inside the band gap. To minimize the absorption loss in the UV, us-
ing a large bandgap material is a prerequisite. AlOx and HfOx are two well-known
candidates. Thermal oxidized SiO2 on top of the silicon substrate is expected to
have low absorption at UV wavelengths and be used as bottom cladding of waveg-
uides. Besides, minimizing the imperfection of the defects/disorders is crucial and
depends on the elaboration of the deposition technique. Therefore, followed by
the optimization of the layer deposition, the material absorption loss can be mini-
mized as much as possible. In view of the high index contrast between the AlOx

and SiO2 or the HfOx and SiO2, the mode is well confined and the radiation loss
is generally ignored for straight waveguides. In this case, the scattering loss is
dominating the waveguide loss at UV wavelengths because the Rayleigh scatter-
ing is inversely proportional to λ4 [3]. To minimize the scattering loss, we need
to minimize the roughness and defects at the interface including the top surface
and side walls. For planar waveguides, the top surface is generally much smoother
than the side walls of the waveguide. It follows that the straightforward way to de-
crease the scatter loss is engineering the waveguide geometry to confine the light
more inside the waveguide layer and minimize the interaction at side walls. Al-
ternatively, decreasing the side wall roughness is an effective way but with a high
technical requirement in processing. The side wall roughness is mainly introduced
by the etching process. Compared with AlOx or HfOx, it is much easier to etch
SiO2 since it is often used as a waveguide cladding layer and the processing has
been investigated massively.

3.1.1 Etch-free slot and rib-like waveguides

The target of the design is to engineer the waveguide geometry to achieve single-
mode propagation and minimize scattering loss induced by the waveguide inter-
face. The radiation loss is considered in the case of bend waveguides. Here we
proposed two kinds of waveguides, namely slot and rib-like waveguides. In the
simulation, there is an assumption that the materials are free of absorption. The
TE-mode profiles of the slot and rib-like waveguide are shown in Fig.3.1, respec-
tively. A large-scale thermal oxide silicon wafer is used as a substrate in these
designs. The mode profile is simulated using the software COMSOL or Lumeri-
cal Mode solution. To avoid etching the core layer, the slot waveguides shown in
Fig.3.1 are designed on pre-etched SiO2, in view of improving the surface smooth-
ness and further decreasing the scattering loss at the side walls. The rib-like waveg-
uide shown in Fig.3.1(b) is designed by patterning a strip PECVD- or ALD-SiO2

on top of a core layer of the ALD-AlOx. The guided mode in the slot waveg-
uide interacts strongly with the medium inside the slot, which can be attractive
for on-chip Raman spectroscopy [4, 5]. Although the slot mode will also interact
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with side walls, the scattering loss is expected to be low because the surface of the
etch-free ALD-deposited core layer is very smooth and the etched SiO2 surface is
expected to be smooth enough. The second design, namely the rib-like waveguide,
can simultaneously achieve large waveguide dimensions and single-mode propa-
gation, which not only provide a low light-matter interaction at the side-walls of
the patterned SiO2 but also relax the lithographic requirements, enabling standard
UV contact lithography in place of e-beam lithography.

w

SiO2

SiO2

Air

h

(b)

0

1

200 nm

ALD layert

SiO2

Air

d

gap

w

(a)

100 nm

t ALD layer

Figure 3.1: Cross-sections and simulated TE-mode intensity profiles of (a) slot waveguide
and (b) rib-like waveguide.

Figures 3.2(a), (b) and (c) summarize the results of the slot waveguide structure
simulated at a wavelength of 260 nm, 300 nm and 405 nm. Refractive indexes
of 2.00 and 1.69 are chosen for simulation to be inline with HfOx and AlOx,
respectively. To avoid any coupling between the guided mode and the possible
surrounding slab modes, the thickness of the ALD layer is controlled to be less than
the mode cutoff thickness. This constraint on thickness appears in the plot as the
maximum thickness value for each shaded area. The shaded areas show the range
where the TE or TM mode is guided and the dotted lines represent the cutoff of the
slab mode. In this structure, many parameters would affect the light confinement
such as the depth (d), the width (w), the slot width (gap), the thickness of the ALD
layer (t), the working wavelength (λ) and the refractive index value of the ALD
layer (n). To investigate the variables of interest (gap, t, λ and n), the width w
and depth d are constrained by the following relationships: aspectratio = d

w and
w = 2 · t + gap. Aspect ratios with values of 2 and 2

3 have both been simulated,
but the latter result is not plotted because no guided mode is found. The TE mode
emerges earlier than the TM mode by increasing the thickness of the ALD layer
when the slot is narrow, while the TM mode can be guided over a wider thickness
range in the case of wider slots ( >10 nm). In this structure, light is confined tightly
in the slot where the analyte of interest is located, which can enhance the light-
matter interaction dramatically. At λ= 260 nm, the single mode behavior for TE
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and TM ranges over an ALD thickness of 14 nm for n= 1.69, which plummets to a
range of only 2 nm for n= 2.00. This result highlights the challenge of fabricating
slot waveguides for λ < 300 nm and high index contrast.
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Figure 3.2: Simulated single mode map for the slot waveguide at three different
wavelengths, (a) 260 nm, (b) 300 nm, and (c) 405 nm, respectively. In the case of index
value n = 2.00, the cut-off of the fundamental TM, TE, and slab modes are indicated by

purple, brown, and red dot lines, respectively. The green, blue, and orange dot lines
represent the cut-off of the fundamental TM, TE, and slab modes in the case of n= 1.69.

The aspect ratio of 2 is designed.

The simulated mode maps for the rib-like waveguide are given in Fig.3.3(a)
and (b), respectively. Similar to the simulation of the slot waveguide, two refractive
index values and three operating wavelengths are selected to reveal the evolution
of the single-mode region. For the proposed rib-like waveguide, three geometrical
parameters (h, w and t) affect the guided mode. To see the evolution of the TE
single mode region with respect to the SiO2 height and width, the thickness of the
ALD layer is fixed in these cases. Moreover, as the layer thickness given by the
cut-off of the slab mode varies with the index values, different thicknesses of 30 nm
and 15 nm are selected for n= 1.69 and n= 2.00 respectively. The shaded regions
between the dotted lines represent the TE single-mode range. The upper and lower
lines of each shaded area represent the cutoff of the multi-mode and TE single-
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mode, respectively. From the figures, it can be easily seen that the constraints of
height and width are stricter to implement TE single-mode propagation at a shorter
wavelength. Furthermore, it is worth noting that no matter how large the h is, there
is no multi-mode guided in the case of w= 1 µm and λ= 405 nm. In contrast, the h
is limited to a range of 9 nm at λ= 260 nm for w= 2 µm and n= 2.00.

(b)(a)

λ =405nm
λ =300nm
 λ =260nm

TE single mode region at 

RI= 1.69 RI= 2.00

Cutoff of TE single mode at 
λ =405nm
λ =300nm

 λ =260nm

Cutoff of multi-mode at 
λ =405nm
λ =300nm

 λ =260nm

Figure 3.3: Simulated mode maps for rib-like waveguides at an ALD layer refractive index
of (a) 1.69 and (b) 2.00, with an ALD thickness of 30 nm and 15 nm respectively. The cutoff

of the TE single mode and multi-mode is given at three different operating wavelengths.

The rib-like waveguide is a promising geometry to provide low scattering loss.
However, the radiation loss has to be taken into account at the bends, in view of
their low light confinement. While smaller bend radii are required to keep the
footprint of circuits as compact as possible, radiation losses increase as waveguide
bend radii decrease. Fig.3.4 (a) and (b) compare the TE-mode profiles of the rib-
like waveguide simulated without bending and with a bend radius of 300 µm. The
geometry of the waveguide is selected from Fig.3.3 in the case of n= 1.69, t= 30
nm, W= 1500 nm and H= 150 nm. The working wavelength is 300 nm. Without
bending the mode is well confined in the mid of the waveguide, while it is more
confined close to the edge when the waveguide is bent. It is worth noting that
the bend radius of 300 µm is relatively large compared with a radius of tens of
µm for Si or SiNx platform, but the guided mode still suffers high radiation loss
of 9 dB/cm. This radiation loss will considerably limit the application of such a
waveguide in the design of compact circuits. By contrast, although the TE mode
of the slot waveguide has a large bend loss of 92 dB/cm, the TM mode shows a low
bend loss in order of 10−6 dB/cm at a bend radius of 200 µm, see Fig. 3.4(c) and
(d). The geometry dimension of the slot waveguide is adopted from the simulated
mode map in Fig. 3.2(a) in order to achieve single mode propagation at a working
wavelength of 300 nm. The waveguide has a gap of 10 nm and a layer thickness of
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45 nm. This result shows that the single-mode slot waveguide is a good candidate
for routing waveguides.

0

1

W: 1.5 μm

AlOx : 30 nm

H: 150 nm

SiO2

Straight waveguide Bend radius= 300 μm

αBend  : ~9 dB/cm

(a) (b)

SiO2

Air

αBend  : 10-6 dB/cm

AlOx : 45 nm

Gap= 10 nm

TM mode TE mode

αBend  : 92 dB/cm

Rb= 200 μm

(c) (d)

Slot waveguide Slot waveguide

Rb= 300 μm

Figure 3.4: (a) TE-mode profile of the straight rib-like waveguide.(b) TE-mode profile of
the bend waveguide with a radius of 300 µm. (c) TM-mode and (d) TE-profiles of the slot
waveguide with a gap of 10 nm, a ALD layer thickness of 45 nm and a bend radius of 300

µm. The working wavelength λ is 300 nm.

3.1.2 Standard strip waveguides

The strip waveguide is a kind of standard waveguide geometry, which is formed
by selectively etching the waveguide layer to a rectangle shape on substrates, see
Fig.3.5(a). The thermal SiO2 and the air are used as the bottom and top cladding,
respectively. Similar to etch-free waveguides, the AlOx and HfOx are investigated
as the core layer. The ALD technique grows the layer at a very low growth rate,
typically 0.1 nm per cycle, which means that it is very time-consuming to deposit
a thick layer. In this simulation, we only consider the thin ALD-AlOx and ALD-
HfOx layers with a thickness of 120 nm and 60 nm, respectively. The relationships
between the dispersion curves and the designed waveguides are investigated using
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Figure 3.5: (a) TE00 mode profile a strip waveguide. The waveguide width W= 1.0 µm
and height H= 120 nm at n= 1.69 or 60 nm at n= 2.0. (b) Relationship between the

dispersion curves of guided modes (TE00, TM00,TE01, TE02) and the waveguide width.
λ: working wavelength at 266 nm, 300 nm or 405 nm. ncore: refractive index of

waveguide core with a value of 1.69 or 2.0.
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the Lumerical Mode solution, see figure3.5(b). The waveguide geometries sup-
porting single-mode propagation and low bend loss are desired. The dashed lines
in the plots indicate the cut-off of the single-mode propagation. Decreasing the op-
erating wavelengths from 405 nm to 266 nm, the waveguide widths of single-mode
cutoff reduce from 1010 nm to 410 nm for the AlOx layer and from 670 nm to 270
nm for the HfOx layer, respectively. This reveals that a higher requirement on the
resolution of lithography is required when the waveguide remains at single-mode
propagation at shorter wavelengths. Besides, in the case of n= 1.69, there are two
fundamental modes with either TE or TM supported in the range of single-mode
propagation. By contrast, the fundamental TM mode is suppressed in the case of
HfOx, except at λ= 266 nm. Next, the bend loss of the strip waveguide is inves-
tigated. As an example, the waveguide with a width W= 500 nm and a height H=
120 nm is simulated with a bend radius of 50 µm. As shown in Fig.3.6, the mode
profile is well confined in the center with such a small bend radius and the radia-
tion loss is estimated to be 10−6 dB/cm, which leads to a negligible contribution
in PICs in contrast to the rib-like waveguide.

αBend  : ~10-6 dB/cm 

Rb : 50 μm, λ: 300nm

500 nm

Figure 3.6: (a) TE mode profile the strip waveguide bent with a radius of 50 µm, in the
case of n= 1.69, W= 500 nm and H= 120 nm.

Compared with the rib-like, the clear advantage of the strip waveguide and the
slot waveguide is the lower radiation loss. In practice, the slot and strip waveguide
will suffer scattering loss due to a higher interaction at side walls after etching.
To minimize the scattering at side walls, the fabrication processes in particular the
etching recipe should be carefully optimized to minimize the roughness. Consid-
ering that the geometry of the strip waveguide is easier to fabricate compared with
the slot waveguide, we decided to use the strip waveguide to optimize the etching
techniques at that stage.
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3.2 Fabrication of integrated strip waveguides

This section investigates the fabrication of the AlOx and HfOx waveguides using
layers deposited by ALD techniques. Their etching properties were investigated
using reactive ion etching (RIE) and inductively coupled plasma-RIE (ICP-RIE)
with a Fluorine-based and chlorine-based gas mixture, respectively.

3.2.1 Waveguide-core layer deposition via atomic layer deposi-
tion techniques

There are many ways to deposit AlOx and HfOx thin �lm, such as (plasma enhanced-
) atomic layer deposition, chemical vapor deposition (CVD) [6], RF magnetron
sputtering [7], electron beam sputtering [8, 9] and pulsed laser deposition (PLD)
[10]. Among these techniques, RF-sputtering and ALD are promising to grow
low-loss thin �lms at UV wavelengths. Combining the process of chemical me-
chanical polishing, the AlOx thin �lm deposited by the former technique achieves
a low loss of 0.6 dB/cm at a working wavelength of 377 nm [11]. Nevertheless, the
ALD-AlO x thin �lm deposited on fused silica substrates has been demonstrated to
guide UV light at a shorter wavelength of 250 nm with a low propagation loss of
4 dB/cm at a wavelength [12]. Therefore, the ALD technique is employed to grow
the AlOx and HfOx layers. The mechanism of ALD techniques is shown as an ex-
ample in Fig.3.7, where the schematic depicts the process �ow of the growth of the
AlOx layer using the two precursors, namely water (H2O) and trimethylaluminum
(TMA). Before loading the substrate into the ALD reactors, it is exposed to the air
to be hydroxylated. A full cycle of deposition can be divided into four steps, as
follows: (1) pulsing the precursor TMA to the chamber and the TMA reacts with
the OH groups at the surface of the substrate, which creates the �rst Al monolayer
with CH3 bonds remaining exposed. (2) pumping the chamber to vacuum status
to remove any remaining TMA precursor gas. In this step, an inset gas such as
N2 can be pulsed. (3) pulsing H2O to remove the CH3 bonds and leave OH bonds
again on the surface. (4) pumping the chamber again to remove any remaining
H2O in the chamber. Each full cycle can grow the AlOx layer with a thickness of
1 	A. Repeating steps (1-4) allow us to accumulate the layer gradually.

In this thesis, the AlOx layers are deposited by cooperators, either the CMST
group or Cocoon group at the University. At the CMST group, the layer is de-
posited by a commercial reactor, an Ultratech Savannah 200 instrument (Veeko).
At the Cocoon group, the ALD reactors are home-built, and compatible with
plasma enhanced-ALD. The ALD-AlOx layers used in this thesis are all deposited
by the precursors of TMA and H2O. The ALD-HfOx are grown with the precursors
of tetrakis(dimethylamido)hafnium (TDMAH) and H2O. The optical dispersion of
the ALD-AlOx and ALD-HfOx measured by ellipsometry are shown in Fig. 3.8.
The ALD-HfOx shows a high refractive index of 2.1 at a wavelength of 400 nm,
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Figure 3.7: Schematic of the working principle of ALD techniques. Precursors of TMA and
water are used as examples to show the deposition of AlOx thin �lm layer-by-layer.

which allows the waveguide to con�ne the light in a more compact size compared
with the ALD-AlOx of n= 1.68.

3.2.2 Fabrication of aluminum oxide waveguides

The standard strip waveguides are produced by selectively etching the ALD layers
with a patterned mask. The mask is generally made of varieties of polymers sen-
sitive to UV light or electron beams. Given that the photoresist (PR) is prone to
be deformed during dry etching in ICP applied with high power, the investigated
materials of the mask are not only limited to polymers but also inorganic materials
such as SiNx .

3.2.2.1 Photoresist mask with a low etching selectivity

At the early stage of this project, the conventional photolithography using a mask
aligner (MA6, Karl Suss) was employed to pattern a photoresist mask in view of
its shorter processing cycle compared to that of E-beam lithography or extreme
UV (EUV) lithography. Although the resolution of a conventional contact optical
lithography is around 1� m which is much lower than that of E-beam lithography
or EUV lithography, the geometries of AlOx waveguide can be properly designed
to support single-mode propagation for a waveguide width larger than 1� m. Con-
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Figure 3.8: Optical dispersion curves of ALD-HfOx and ALD-AlOx .

sidering the side wall roughness of the etched layers is generally high without the
optimization of the process, the short processing time of photolithography allowed
us to iterate the fabrication ef�ciently and shorten the total time to �nd the opti-
mum parameters of dry-etching. The processing �ow of the selective etching of
AlOx is shown in the �gure3.9. The process starts with a thermally oxidized sil-
icon wafer (SiO2/Si) ordered at UniversityWafer. A thick thermal oxide of 3� m
is selected to prevent any mode leakage introduced by the silicon substrate un-
derneath. Prior to loading the substrate into the ALD reactor, the substrates are
treated by wet and dry cleaning successively to remove any contamination on the
surface. The wet cleaning is implemented by rinsing the substrate with acetone,
isopropanol and water for 60 seconds for each step successively. The dry clean-
ing is implemented by 15-minutes O2 plasma in Tepla GiGAbatch (PVA), which
removes the organic residues that have not been removed during the wet cleaning.
During the layer deposition in ALD reactors, a thin-�lm AlOx of 120 nm is grown
after repeating the deposition cycles over 1200 times. It takes around 20 hours to
�nish the deposition, which is the reason why the ALD technique is not ideal for
thick-layer deposition. Then, the wafer is diced into small pieces forming samples
with a dimension of 2 cm by 2 cm for further processing. After dicing, samples
are cleaned again before starting the optical lithography. In the process of optical
lithography, the sample is �rstly coated with a thick layer of TI prime for better
adhesion between the photoresist and substrate. After baking the TI prime at 120
oC for 3 minutes, the sample is coated with photoresist AZ MIR 701 produced by



3-12 CHAPTER 3

MicroChemicals. The rotation per minute (rpm), acceleration, and spin duration
are set to 4000 rpm, 4000 rpm/s and 40s, respectively, which gives a 800 nm-thick
photoresist layer. After 60s baking at 100oC, the sample is loaded to an MA6
mask aligner for UV exposure. A Hg bulb and a band pass �lter are used to se-
lect the exposure wavelength of 365 nm. The exposure time and exposure dose
are optimized to 100s and 5 mW/cm2 at the contact vacuum mode, respectively.
A post-exposure bake is applied at 110oC for 60s. The exposed sample is then
immersed in the diluted developer solution of AZ-726:H2O with a ratio of 2:1 for
development. The etching phase is implemented by RIE or ICP-RIE. Finally, the
photoresist mask is removed by 10-minute O2 plasma or immersion in the acetone
solution to obtain the strip waveguide on top of the Si/SiO2 substrate with the air
top cladding.

The selective etching of AlOx in RIE or ICP-RIE is the combination of chemi-
cal etching and physical etching. The physical etching comes from the ion milling
and the chemical etching is caused by the chemical reaction between the gas mix-
ture and the AlOx or HfOx layers. Selecting a proper gas mixture is one of the
keys to achieve not only a high selectivity between the waveguide layer and mask
but also a high-etching rate of waveguide layer in RIE and ICP-RIE. There are
two common categories of gas mixture used for dry-etching of AlOx and HfOx

in RIE or ICP, either �uorine-based or chlorine-based gases. There are two goals
during the optimization of dry etching. The �rst one is smooth side walls. As
the scattering loss is inversely proportional to� 4, the side-wall roughness of the
patterned waveguides should be as low as possible in order to achieve low-loss
waveguides, in particular, at UV wavelengths. The second is the high etching se-
lectivity between the AlOx and the mask. An ideal mask is used to protect the
target layer and must not be deformed during etching and the etching selectivity
between the mask and waveguide layer should be as high as possible. Since the
mask will be removed after etching the waveguide layer, the mask will be slightly
over-etched to avoid any residue of the mask layer. A higher selectivity results in
a less waveguide layer to be etched during removing the mask layer. Besides, a
higher selectivity allows us to use a thinner mask layer needed in high-resolution
lithography. For instance, with an etching selectivity of 0.15, the thickness of the
photoresist should be thicker than 800 nm, in order to fully etch a 120 nm-thick
AlOx layer. Such a thick mask leads to dif�culties during patterning �ne features
like gratings with a line width below 100 nm.

I have �rst investigated the etching properties of ALD-AlOx using �uorine-
based gas mixtures. The common possible mixtures are carbon tetra�uoride (CF4)/
hydrogen(H2), (CF4)/ (H2)/ Sulfur hexa�uoride(SF6) and SF6/ oxygen(O2) re-
spectively. The etching rate of AlOx , photoresist and PECVD-SiNx are summa-
rized in the table 3.1. We can see that the etching rate of ALD-AlOx is quite
low � 4 nm/min in all recipes, no matter the CF4 dominated gas mixture or the
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Table 3.1: Etching properties of ALD-AlOx using gases of CF4 /SF6 in RIE

Recipe
No.

Gas mixture RF
power

AlOx Etch-
ing rate

Photoresist
etching rate

SiNx etch-
ing rate

1
CF4 /H2

80:3
210 W 3 nm/min 50 nm/min 80 nm /min

2
CF4 /H2 /SF6

80:3:7
210 W 4 nm/min 50 nm/min 100 nm/min

3
SF6 /O2

50:3
160 W 4 nm/min 100 nm/min 300 nm/min

SF6 dominated gas mixture. The reason behind this is that one of the etching
products AlF3 generated by the chemical reaction between AlO3 and CF4/SF6 is
nonvolatile, which stops the chemical reaction between the AlOx and F� radicals.
As a result, the etching selectivities of AlOx /PR(AZ MiF 701) are all below 0.1,
with the maximum value of 0.08 obtained by recipe No.2. For an 800 nm-thick
photoresist, these recipes are not able to etch a strip AlOx waveguide with a height
of 120 nm due to the low selectivities.

Figure 3.9: Process �ow of the AlOx strip waveguide with a photoresist mask. (a) Cleaned
thermal oxidized silicon wafers. (b) Deposition of AlOx layer via atomic layer deposition.

(c) Spin coating photoresist. (d) Patterning photoresist via optical lithography. (e)
Dry-etching of AlOx layers in RIE or ICP-RIE. (f) photoresist removal via O2 in RIE.

In this context, we replaced the F-based gas mixture with the Cl-based gases
in order to achieve a higher etching selectivity. Two possible Cl-based gases in
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the cleanroom are chlorine (Cl2)/ boron trichloride (BCl3). The etching process
is implemented in an ICP instrument where there are two chambers, namely the
pumping chamber and the reaction chamber. The Cl-based gas mixtures are toxic
and must be purged completely before the sample is sent out to the pumping cham-
ber after etching. ICP power is an extra parameter in dry etching compared to RIE,
which determines the density of the plasma in the reaction chamber. There are two
kinds of possible products involved in the dry etching of AlOx using BCl3. One
is the combination of nonvolatile B2O3 and volatile AlClx , the other is the com-
bination of volatile BOClx and AlClx [13, 14]. The latter combination is desired
to achieve a higher etching rate of AlOX , because the volatile etching product will
not hamper the chemical etching. The involved chemical reaction depends on the
ratio between the radical Cl� and O� . Increasing the density of radical Cl� is able
to prevent the formation of B2O3 during etching. It follows that the parameters of
ICP-RIE which determines the generation of Cl� are signi�cantly important for
the etching of AlOx layers. In the investigation of etching recipes, the pure BCl3

gas with a �ow rate of 20 sccm is used as the etching gas. The etching properties
are investigated by sweeping the radio frequency (RF) power and ICP power. The
RF power and ICP power refer to the electric power applied to the �at electrode
and coil, which directly determine the energy of the accelerated ion and the density
of the plasma, respectively. The parameters such as the chamber pressure, temper-
ature and gas �ow will also vary the etching properties but they are not changed
during this optimization. The chamber pressure and temperature are set to com-
mon parameters, with a value of 20 mTorr and 18oC for all etching in ICP-RIE,
respectively.

The processing �ow of AlOx waveguides is the same as the previous one
shown in Fig.3.9, except that the AlOx thin layer is etched in ICP-RIE instead
of RIE in step (e). The pro�le of the patterned photoresist prior to AlOx etching
is imaged in Fig.3.10 as the reference to compare with the pro�les after etching,
as shown in Fig. 3.11. The substrate used here is bare silicon instead of oxidized
silicon wafers, in order to simplify the layer structures and precisely monitor the
etching rate of photoresist and AlOx layers as SEM images are of better quality
(lower charging effect). The cross-section of the patterned photoresist in Fig. 3.10
corresponds to the pro�le obtained in step (d) in Fig. 3.9. The sample is mounted
on a stage with a tilt of 48o. The side wall is sloped due to the imperfection in the
lithography process. In the case where a steep side-wall is required, the lithogra-
phy process need to be carefully optimized. More details can be found from the
supplier MicroChemicals [15]. Here, the slightly sloped side walls are not opti-
mized, since they will not dramatically deviate from the waveguide geometry of a
thin waveguide. The layer of AlOx is highlighted by the false color in light pur-
ple. Without dry-etching, the photoresist is in good shape the roughness at the side
walls comes from the lithography and development.
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Figure 3.10: Cross-section of photoresist and AlOx layers on silicon, imaged by scanning
electron microscopy.

The etching properties of the photoresist are investigated for different recipes.
The RF and ICP powers of ICP-RIE are varied from 25W to 100W and 500W
to 1500W, respectively. Figure 3.11 shows the cross-sections of the photoresist
and AlOx layers etched by different parameters. Compared with the pro�le before
etching in Fig.3.10, the photoresist masks are deformed in some cases, especially
in the area above the dashed red line. The main reason is that the temperature of
the generated plasma in ICP-RIE increases with the applied electric power of RF
and ICP. The photoresist can not withstand the excessively high temperature, even
though the carrier wafer is cooled with helium �ow at the backside.

The etching rate and selectivity are summarized in the table3.2. Increasing ICP
power at a given RF power will increase both the etching rate and selectivity since
plasma density will be increased and more chemical etching will be involved. It is
worth noting that the mask should remain intact after etching in order to achieve
smooth side walls of AlOx waveguide. Therefore, I focused on the recipes below
the red dashed lines, namely recipes S2-3, S6-8, S10 and S12, and analyze the
etching rates of photoresist and AlOx . All the recipes give relatively low selec-
tivities of AlOx /PR� 0.26, which means the mask is etched much faster than the
target material AlOx . Considering that the processing �ow should be compatible
with a thinner PR mask to achieve a higher fabrication resolution, the polymer
material is not good enough to be used as a mask for ALD-AlOx etching. We con-
cluded to use an intermediate layer of SiNx as the hard mask in AlOx dry-etching
as discussed in the following section.



3-16 CHAPTER 3

Figure 3.11: SEM images of cross-sections of photoresist and AlOx layers patterned by
different etching recipes.
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Table 3.2: Etching properties of ALD-AlOx using BCl3 in ICP-RIE

Recipe
No.

RF power ICP power AlOx etching
rate (nm/min)

selectivity
AlOx /RP

S1 100 W 1500 W 84 0.28
S2 100 W 500 W 16.5 0.1
S3 100 W 750 W 30 0.19
S4 100 W 1000 W 46 0.24
S5 100 W 1250 W 65.5 0.4
S6 50 W 500 W 12 0.08
S7 50 W 750 W 21.5 0.11
S8 50 W 1000 W 36.5 0.26
S9 50 W 1250 W 52 0.31
S10 25 W 500 W 14 0.08
S11 25 W 750 W 25 0.09
S12 25 W 1000 W 40 0.21
S13 25 W 1250 W 44 0.22
S14 25 W 1500 W 54 0.28

3.2.2.2 SiNx hard mask with a high-enough etching selectivity

Silicon nitride deposited by PECVD or LPCVD is developed for low-loss waveg-
uides operating either at telecom wavelengths or visible wavelengths. In our group,
the dry etching of SiNx has been well developed to achieve a low side-wall rough-
ness [16, 17]. Besides, the selectivity of SiNx /AlOx is as high as 75 using recipe
No.3 in table 3.1. As a mask, it will be removed after etching of the waveguide
layer, in which process the waveguide layer must be remain intact. The high se-
lectivity between SiNx /AlOx minimize the impact on the AlOx layer during the
removal of the SiNx layer. These etching properties make the SiNx a good candi-
date as a hard mask for AlOx etching. The processing �ow is depicted in Fig. 3.12.
The processing starts with thermally oxidized silicon wafers. After the deposition
of a ALD-AlOx layer, a layer of SiNx is deposited with PECVD at a temperature
of 270oC. The NH3 and N2 gases are used as precursors. In order to balance the
stress introduced to the deposited thin �lm, the applied RF signal can be iteratively
switched between the high frequency 13.56 MHz and low frequency 100 kHz to
generate the plasma during the deposition in a mixed frequency (MF) approach
with an Advanced Vacuum Vision 310 PECVD instrument. In this work, both the
MF- and LF-SiNx layers have been used as the hard mask and no clear difference
was been observed between them in terms of side-wall roughness. Next, the PR
is patterned using either optical lithography (MA6) or E-beam lithography (EBL).
In the Ebeam lithography, the photoresist ARP6200.09 ordered from Allresist is
coated on top of the sample with a spin rate of 4000 rpm and an acceleration of
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1000 rpm/s, which results in a thickness of 400 nm. The photoresist is then ex-
posed to electron beams with a dose of 160� C=cm2 and a column voltage of 50
kV using Raith Voyager. Followed by the dry etching of SiNx in RIE using recipe
No.1 in table 3.1, the hard mask is patterned. Then, the photoresist is removed
via O2 plasma in RIE before loading to the ICP-RIE chamber. The AlOx etching
is realized by the ICP-RIE using the BCl3 gas with different RF and ICP powers
applied. Finally, the SiNx hard mask is removed in RIE to avoid any material
absorption when the AlOx waveguides operate at UV wavelengths.

Figure 3.12: The processing �ow of AlOx waveguides using SiNx as a hard mask. (a)
Cleaned thermal oxidized silicon wafers. (b) Deposition of AlOx layer via atomic layer

deposition. (c) Deposition of AlOx layer via PECVD. (d) Patterning photoresist via optical
lithography or E-beam lithography. (e) Patterning SiNx in RIE. (f) PR removal via O2

plasma in RIE. (g) AlOx etching in ICP-RIE. (h) SiNx removal in RIE.

Nine different recipes have been investigated, whose etching propertios are
summarized in the table 3.3. The gas argon (Ar) is added to the gas mixture to
tune the ratio between chemical and physical etching. The RF and ICP powers
are set to be 50W and 1000W, respectively. The concentration of BCl3 in the gas
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Table 3.3: Etching properties of ALD-AlOx using SiNx mask in ICP-RIE

Recipe
No.

RF
power

ICP
power

gas mixture
BCl3 /Ar

AlOx etching
rate (nm/min)

selectivity
AlOx /SiNx

S1 50 W 1000 W 20/0 41 2.56
S2 50 W 1000 W 18/2 43 1.26
S3 50 W 1000 W 14/6 47.3 1.51
S4 50 W 1000 W 10/10 43.5 3.00
S5 50 W 1000 W 6/14 39 2.17
S6 25 W 1000 W 14/6 36.3 1.79
S7 75 W 1000 W 14/6 57 1.14
S8 25 W 750 W 14/6 27 1.93
S9 50 W 750 W 14/6 35.2 1.66

mixture of BCl3/Ar decreases from 100% to 30%, which corresponds to recipes
No.1-5. The etching rate �uctuates around 40 nm/min, with a peak etching rate of
47.3 nm/min in the case of BCl3/Ar:14/6. Then, the gas mixture of BCl3/Ar is kept
at a ratio of 14/6 to sweep the RF and ICP powers in the recipes from S6-9. These
recipes are in line with the trend that a higher RF power results in a higher etching
rate but a lower selectivity. In all cases, the selectivity of AlOx / SiNx is larger than
1, which means that the hard mask is etched slower than the target material AlOx .
As a hard mask, a 100 nm-thick SiNx is generally suf�cient for the full etching of
a 120 nm-thick AlOx layer.

It is important to make sure that the pro�les of AlOx waveguides are free of
deformation after etching. The cross-section of the etched AlOx layer is inspected
by scanning electron microscopy (FEI Nova 600) shown in Fig.3.13. Since the
AlOx and buried thermal oxide SiO2 are highly non-conductive, a relatively high
voltage of 18 kV is applied to provide higher energy electrons for imaging. It
should be noted that the sample will be damaged after long-term exposure to high-
energy accelerated electrons, see an example at the left side of the AlOx waveguide
in S8. In all samples, the AlOx waveguide is fully etched on top of SiO2. In the
image of S2, the patterned AlOx is indicated with a false color of light purple. All
recipes show a high anisotropy for AlOx etching, with a steep angle as high as
85 o. The pro�le of the AlOx waveguides is free of deformation, implying that
the SiNx hard masks should be remaining intact during and after etching. The
properties of suf�cient 'high' selectivity> 1 and good anisotropy suggest that the
SiNx should be a good option as hard mask for the dry-etching of AlOx layers.
The propagation loss of the waveguides fabricated by the above recipes will be
discussed in next section 3.3, which quanti�es the etching quality in terms of side-
wall roughness.
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Figure 3.13: SEM images of the cross-section of AlOx layers patterned by different etching
recipes, with the SiNx hard mask being removed.
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